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Service Bulletin  SB E-01.5 
 
Alternate approved antennas and antenna installation notes 
 
The following antennas are approved for use with the ACK Model E-01 ELT all serial numbers 
 
Model  Type  Rated Speed 
 
Comant 
 
C1 317  Whip  450 Knots 
 
C1 319  Blade  600 Knots 
 
C1 317-1 Whip  450 Knots 
 
C1 319-1 Blade  600 Knots 
 
Artex 
 
110-320 Whip  350 Knots 
 
110-337 Blade  Mach .9 
 
110-338 Whip  350 Knots 
 
110-340 Blade  Mach .9 
 
Dayton-Granger 
 
ELT10-214-2 Whip  Contact Manufacturer 
 
ELT10-209-2 Blade   Contact Manufacturer 
 
Sensor Systems 
 
S65-8282-406 Blade  Designed for high speed aircraft contact manufacturer 
 
S65-1231 Blade  Designed for high speed aircraft contact manufacturer 
 
The Antenna supplied with the Model E-01 ELT part number E0115 is not recommended for use above 
250 Knots and should not be used on aircraft certified for known icing.  The antenna may be bent as 
shown below to facilitate installation. 
 

1" DIA MANDREL

45 DEGREES MAX

.750" FROM END OF RUBBER BOOT

 


