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Seal A Seal B Seal C Seal A Seal B Seal C

Metallic 1250 750 730

PVC or Kynar 200 74, 125, 150 200, 125, 80 (2)

1/2, 3/4, 1,

1.5, 2, 3
Metallic 150# 750 150#

Teflon 290 150 270

PVC or Kynar 75 100 75

Metallic 1250 750 730

Teflon 1250 400 875

Viton 500 350 365

Kalrez 500 212 425

Metallic 200 74, 125, 150 200, 125, 80 (2)

Nonmetallic 200 74, 125, 150 200, 125, 80 (2)

Metallic 150#, 300#, 600# 750 150#, 300#, 600#

Teflon 400

Viton 350

Kalrez 212

Metallic 290 270

Nonmetallic 290 270

Metallic 200 74, 125, 150 200, 125, 80 (2)

Nonmetallic 75 100 75

Teflon 1250 400 875

Viton 500 350 365

Kalrez 500 212 425

Nonmetallic PVC or Kynar 200 74, 125, 150 200, 125, 80 (2)

Teflon 400

Viton 350

Kalrez 212

Nonmetallic Teflon 290 150 270

Nonmetallic PVC or Kynar 75 100 75

500, 501 500 290

400, 401 4400 2580

402, 403
1/2, 3/4, 1,

1.5, 2, 3
150#, 300#, 600# 150#, 300#, 600#

Notes:

(1) Types 104, 204, and 304 not available in 1.5". Types 107 and 207 also available in 2". (consult factory). Only Type 105, 205 available in 3" and 4" 

(2) Maximum Allowable Working Pressure (MAWP) at respective Maximum Design Temperature. (consult factory)

(3) Seal A - Threaded capsule diaphragm; Seal B - Welded and clamped or welded only diaphragm; Seal C - Bonded/Welded and Clamped or Clamped only diaphragm (consult factory)

(4) Nickel constructions excluded.  Metallic materials UNS S31603 equivalent or stronger are qualified under this CRN registration. (consult factory)
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ASME B31.1

ASME B31.3

ASME B16.5

ASME Boiler & 
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Vessel Code

CSA C22.2 

61010-1 

ANNEX G

1/2, 3/4, 1,

1.5, 2, 3

Metallic 750

Metallic

PVC or Kynar

Teflon

CSA C22.2 

61010-1 

ANNEX G

150#

200, 201,

204, 207, 

205

PVC or Kynar

100, 101,

104, 107

105

Metallic

Metallic

1/4, 1/2,

3/4, 1, 1.5

3, 4

1/4, 1/2,

3/4, 1, 1.5

 3, 4

1, 1.5, 2

1/4, 1/2,

3/4, 1

1/2, 3/4, 1,

1.5, 2, 3

Metallic

1/4, 1/2,

3/4, 1, 1.5

1, 1.5, 2

1.5, 2

Ashcroft 

Diaphragm 

Seal Type

Maximum Design

Temperature T (
o
F)

MAWP at ambient

(psi or ASME B16.5 class #) (3)Size (in) (1)

MAWP-02

Metallic300, 301,

304

302, 303

Metallic

202, 203

MAWP at Maximum Design Temperature

(psi or ASME B16.5 class #) (3)

102, 103

Diaphragm

Material (4)

Bottom Housing

Material (4)
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