


















































AirMax VS® AirMax VS2™ AirMax VSe®
PCIe Gen 1   2.5G   

PCIe Gen 2   5.0G   

PCIe Gen 3   8.0G   

PCIe Gen 4   16.0G  

CompactPCI Serial 12.5G   

SAS 2.1   6G   

SAS 3.0   12G   

SAS 4.0   24G 

SBB 1.0   3G   

SBB 2.0   6G   

SBB 2.5   12G  

SSI Modular Blade Server 12.5G   

IEEE 802.3ap/ba   10G   

IEEE 802.3bj   25G 

OIF LR   25G 

QPI   8G   (85ohm parts only) 

















































mils mm

Trace width 8 0.203

Trace –to- trace separation 8 0.203

Trace-to-antipad separation 3 0.076

Signal via drill Ø 17.7 0.45

Signal via finish Ø 15.7 0.4

Signal via pad Ø 31.5 0.80

Ground via drill Ø 23.6 0.60

Ground via finish Ø 20 0.50

Antipad width 49 1.245

Row pitch 55.1 1.4

Column pitch 79 2.0
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mils mm

Trace width 8 0.203

Trace –to- trace separation 8 0.203

Trace-to-antipad separation 2 0.051

Signal via drill Ø 17.7 0.45

Signal via finish Ø 15.7 0.4

Signal via pad Ø 31.5 0.80

Ground via drill Ø 23.6 0.60

Ground via finish Ø 20 0.50

Antipad width 48 1.219

Row pitch 55.1 1.4

Column pitch 79 2.997
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     Ø 0.5 mm        Ø 0.4 mm  
 

 



AirMax VS® AirMax VS2TM 

 






























