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-WARNING-
EXPLOSION HAZARD - DO NOT

REPLACE BATTERY UNLESS
POWER HAS BEEN SWITCHED

OFF OR THE AREA IS KNOWN
TO BE NON-HAZARDOUS

RISQUE D'EXPLOSION - COUPER
OU S'ASSURER QUE L'EMPLACEMENT

EST DESIGNE NON DANGEREUX
AVANT DE REPLACER LE BEURRE
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PORT     

TO BE INSTALLED IN ACCORDANCE
WITH THE NEC CODE FOR CLASS I,        

CUSTOMER WIRING 
FIELD CONNECTIONS

SENSOR SWITCH INPUT
TERMINAL STRIPS

ROUTE SENSOR LEADS IN CONDUIT
SEPARATE FROM ALL OTHER WIRING

NON-INCENDIVE FIELD WIRING CONNECTIONS
TO PASSIVE SWITCHES FOR USE IN

CLASS I, DIV. 2, GROUP D.        

OVERSPEED

SENSOR LEAD MAXIMUM
LENGTH = 200 FT.

 1     BIT 0
 2     BIT 1
 3     BIT 2
 4     BIT 3
 5     BIT 4
 6     BIT 5
 7     BIT 6
 8     BIT 7
 9     (+)Vdc
10     DC COMMON (-)
11     SPARE
12     SPARE
13     SPARE
14     SPARE
15     SPARE

PIN # BIT # BCD

LSD (UNITS)

MSD (TENS)

BCD PORT CONNECTOR

NOTES:

 1. SENSORS ARE NORMALLY OPEN OR NORMALLY CLOSED, MECHANICALLY ACTUATED

 2. NON-INCENDIVE FIELD CIRCUITS VOC = 10.5Vdc, ISC = 1.2MA, 
    CA = 21uf, LA = 1000MH 
 3. BCD PORT MAXIMUM OUTPUT CURRENT SOURCED BY A SINGLE PIN = 40MA,
    MAXIMUM OUTPUT CURRENT SINKED BY A SINGLE PIN = 50MA, MAXIMUM
    TOTAL SOURCE CURRENT FOR ALL PINS = 80MA

NON-INCENDIVE FIELD
WIRING CONNECTIONS

FOR CLASS I, DIV 2,

BATTERY
CLASS B

TIMER 

LITHIUM

DL223A
6Vdc

REMOVE JUMPER FOR NORMALLY CLOSED

 4. BCD PORT SUPPLY VOLTAGE = 10-32Vdc            
 5. ALL OUTPUTS RATED 0.5 AMP CONTINUOUS 250 Vdc 
 6. POWER INPUT 10-32Vdc, 0.6VA MAX           

- WARNING -
EXPLOSION HAZARD, DO NOT
CONNECT OR DISCONNECT BCD
CABLE UNLESS THE AREA IS
KNOWN TO BE NON-HAZARDOUS.

ENGINE GROUND
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K3

S/D
  

12/

12/24Vdc

DIV. 2, GROUP D HAZARDOUS             
LOCATIONS                             

BCD      

BATTERY

GRP. D

TYPICAL NORMALLY OPEN SENSOR
FOR USE IN CLASS I, DIV. 2,

GROUP D HAZARDOUS LOCATIONS
REF. NOTE 1

FOR USE IN CLASS I, DIV. 2,
GROUP D HAZARDOUS LOCATIONS
REF. NOTE 1

TYPICAL NORMALLY CLOSED SENSOR

    PASSIVE SWITCHES.

PHASED-OUT


