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Setting Method

The scanner is set by scanning setting Barcode.
For exampel,the settings options are set to factory
default

aafter "set default" barcode is scanned.After setup
is complete,the scanner issued a "beep-beep"sound

Set Defaults ) ]
If you wish to return the base unit to the entire factory

default settings scan the barcode "Set Defaults"

Ser Detaults

Host port setting

Typically,Host is able to identify the host port type
automatically.In extreme cases,host port may need
setting manually if the host fails to identify it

USB Rs232
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Scanning Mode Setting

Select Good-read off

scanning Mode Cliek Scanning Mode
SelectAuto-detection scan Select Continuous Scanning mode

Press Scanning Mode

Auto Continue mode

Important:The scanner will start to scan when any object
enters the scan area in auto mode.The laser light of scanner
stops scanning when there is a successful reading or no
code is decoded after the stand-by duration elapsed.Once
the laser light stops scanning,the present object must be
remove away from the scan area to enable auto-detect sensor

Volume of beeper
High Middle

Mute

Low

High Performance Barcode Scanner
Quick Reference Guide

The first brand of whole series of waterproof Barcode Scanner

Note:
1.This is Quick Reference Guide

2.Ensure that the optional DC adapter works at +5V

3.Cleaning the exit window is the only maintenance
required. A dirty window may affect scanning
accuracy,Do not allow any abrasive material to touch
the window.Remove any dirt particles with a damp
cloth,Wipe the window using a tissue moistened
with water,Do not spray water or other cleaning
liquids directly into the window.

Scanner diagram
1.LED
2.Scanner window

3.Trigger

Installing the cable

1.Switch off the host

2.Refer to the below pictures,Connect the host with
the scanner based on different cables

3.Ensure that all connections are secure

4.Switch on the host system.If installation is successful,

The beeper will beep and led the scanner based on
different cables
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How to scan

When the scanner is scanning,Ensure the
scan line crosses every bar and space of the
Barcode
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