Mm

Zinc Oxide Varistors Ultra series Specifications

RATING AND CHARACTERISTICS

Ultra Surge Varistor - 14mm

Varistor Voltage X[l?zxgﬁ l\élgglrggg SWuigle:Sthfrl:ft Rated | Energy |Certification
Oere(riing at I mA Voltage Voltage (8/20 11 5) Wattage|(10/100025) - (ref to p.20)
ode - .

o | Pternee L O WA w | o | NE&S
JVOI14U201K870AA | 200 130 | 170 340 84 Ad ¢
JVO14U221K870AA| 220 | £ 10% | 140 | 180 360 6500 | 6000 | 0.6 93 Y *
JVO14U241K8700 AA | 240 150 | 200 395 101 A ¢

RATING AND CHARACTERISTICS

Ultra Surge Varistor - 20mm

Varistor Voltage IXII?E\I;;EE 12:/[11 );r;;rg SWu itg};s%ﬁf;;i Rated | Energy |Certification
Oere(rling at I mA Voltage Voltage (8/20 iz s) Wattage|(10/1000 15)) - (ref to p.20)
ode - ,

o | Toteranee |G &5 1YW w | o | W&
JVO20U201K110OAA| 200 130 | 170 | 340 168 A ¢
JVO20U221KI11IOAA|220| £ 10% | 140 | 180 | 360 |12500| 10000 | 1.0 186 A ¢
JVO20U241K110O0A A | 240 150 | 200 | 395 202 7 *

For application required ratings not shown, contact Joyin application engineering.
<&  : R=RoHS, H=RoHS+Halogen free +Non flammable

O : Lead Style ( Y=Vertical kink, P=Straight)

A A : Lead Length & Packaging (see p.18)
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