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Certificate No.: (I) E42024
Dimensions mm (in.) Tool No.
Applicable Wire ; o =]
AWGH (mm?) Part No. Standard 8 % Qty/box
B L oD od T | EZIEIS
>|>|>|>|m
1.25-1AF 8 (.110) 13.3 (.524)
1.25-2AF 3.4 (134) 15.0 (.591)
1.25-3AF 1.0 (.039) 14,0 (551)
22 to 16 :Z::::::‘; 3 (091) fsg ( 9?) (?'3‘1:1) (8677) (83?) o|o|olo]| 1,000
(025 to 1.65) | 25AF2: - 3 (.091) 5.0 (591)
1.25-AF3A-S 3.0 (118) 17.3 (.681)
1.25BL 30 (118) 15.9 (626)
1.25BL2 0 (118) 19.3 (.760)
21AF 8 (.110) 13.3 (.524)
22AF G-16 2.8 (110) 20.8 (819)
16 to 14 41 23 08
- o|o|o|o] 1,000
(104 10 263) | ZAFW @ | 46181 | 230 (906) (161) | (oof) | (031)
2-AF2.3A 3 (.091) 23.0 (906)
2-AF3A-S 0 (118) 17.3 (.681)
5.5-1AF ® 2.8 (110) 16.2 (.638)
12 t0 10 5.5-2AF 40 (157) 25.4(1.000) 56 34 1.0 ololo 500
(263 to 6.64) | 55-AFW 5 (177) 25.4(1.000) (220) | (134) (.039)
5.5-AFAA-S o 0 (157) 20.8 (819)

Note:1) Terminals with part number suffix "-S" have serrations on the blade.

2) The part numbers indicated in the above table are for products with a brazed seam.
When ordering products with a butted seam, add the prefix "WS" to the part number (ex. 2-1AF —>WS2-1AF).
3) Delivery lead times may vary depending on the product. Contact JST for details.
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Solderless terminals
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STRAIGHT FLARED
Certificate No.: (@) E42024
LISTED
Part N Dimensions mm (in.) Tool No.
i ) art No. ) o |8 =
Azwgitzlr:nﬁl)re Standard = Color |} |2 ‘E_ 3 | Qty/box
Straight Flared B L G /) T EEEIZZIS
Str. Fld. >=I>=(>=|>[>[>|m
V1.25-1AF FV1.25-1AF 8 (110) | 18.0 (709) | 9.0 (:354)
V1.25-2AF FV1.25-2AF 4 (134) | 192 (756) | 102 (402)
V1.25-3AF FV1.25-3AF 0 (039) | 188 (740) | 9.8 (:386)
V1.25-AF23A | FV1.25-AF2.3A 3 (091) | 27.2(1.071) | 180 (709) | 90 | 32 | 40 | 08
Red | o ojo|o|o| 1,000
*02225? 11665 VI25AR2IB | FVIZSARAB | SR | 2 (091) | 192 (756) | 100 (394) | (354) | (126) | (187) | (08)
(025101.65) 195 AFBA'S | FV1.25-AF3AS 0 (118) | 215 (846) | 1255 (492)
V1.25BL FV1.25-BL 0 (118) | 20.1 (791) | 11.1 (437)
V1.25BL2 FV1.25-BL2 0 (118) | 235 (925) | 145 (571)
V2-1AF FV2-1AF 8 (110) | 18.0 (709) | 9.0 (:354)
oo | V22AF Gl6 | FV220F Gefe 8(110) | 250 (984) [ 160 (830) | | o |
to . .
(otzss | VEARW FV2-AFW @ | 46 (181) | 272(1071) | 182 (717) (as4) | (154) | (177) | (oa) | Bue | || [e[e|e]e] 10w
V2-AF2.3A FV2-AF2.3A 3 (091) | 27.2(1.071) | 18.0 (:709)
V2-AF3A-S FV2-AF3A-S 0 (118) | 215 (846) | 1255 (492)
V55-1AF FV5.5-1AF 8 (110) | 235 (925) | 10.0 (:394)
121010 Fysgs arw FV5.5-AFW @ [ 45 (177) | 321(1.264) | 186 (732) | 135 | 54 | 68 1 10 fyg, 0 o|o| 500
(26310 6.64) i (531) | (213) | (268) | (.039)
V55-AF4A-S | FV5.5-AF4A-S 4.0 (157) | 275(1.083) | 14.0 (:551)

Note:1) Terminals with part number suffix "-S" have serrations on the blade.
2) The part numbers indicated in the above table are for products with a brazed seam.
When ordering products with a butted seam, add the prefix "WS" to the part number (ex. V2-1AF —>VWS2-1AF).
3) *The crimping will be more secure if the total cross-sectional area of the wire is at least 0.5 mm?2.
Examples: If the cross-sectional area of the wire is 0.3mm?, fold the wire in two when crimping the terminal.
If the cross-sectional area of the wire is 0.5mm?, crimp the terminal onto the wire as it is.
4) Delivery lead times may vary depending on the product. Contact JST for details.
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Solderless terminals

ssmml BL ADE Vinyl-insulated (funnel-entry) I —
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Certificate No.: (U) E42024
LISTED
i i (in) Tool No.
Applicable Wire imensions mm (in. oz/g 3
AWGH (mm?) Part No. Standard Color §|& § R Qty/box
B L G ) oD T EElslxa|<|b
SI>=>>|>m
FVX1.25-1AF 28 (110) | 198 (780) | 9.0 (.354)
FVX1.25-2AF 34 (134) | 210 (827) | 102 (402)
FVX1.25-AF2.3A 23 (091) | 200(1.142) | 18.0 (:709) 08 " 0
22 to 16 FVX1.25-AF2.38 @ | 23 (0o1) | 21.0 (827) | 100 (394) (425) 15 sy | e oloo|o| 1000
*(0.25 to 1.65) | FVX1.25-AF3A-S 3.0 (118) | 233 (917) | 125 (492 ' ' '
FVX1.25-BL 30 (118) | 21.9 (862) | 11.1 (437)
FVX1.25-BL2 30 (118) | 253 (996) | 145 (571)
FVX2-1AF 28 (110) | 198 (780) | 9.0 (.354)
FVX2-2AF G-16 28 (110) | 268(1.005 | 16.0 (.630)
1114 Evxa-AFW 46 (181) | 2000142 | 182 (117 | 02 19 oo | Bue | o] folofolo] 1om
(1.04 to 2.63) 1 : AL s (425) (.181) (031) *
FVX2-AF2.3A 23 (091) | 200(1.142) | 18.0 (:709)
FVX2-AF3A-S 30 (118) | 233 (917) | 125 (492)
12 to 10 FVX5.5-AFW 45 (177) | 326(1283) | 186 (732) 14.0 68 10
Yellow 0 olo| 500
(263 to 6.64) | FVX5.5-AF4A-S W |40 (157) | 280(1.102) | 14.0 (551) (551) (268) (.039)

Note:1) Terminals with part number suffix "-S" have serrations on the blabe.
2) The part numbers indicated in the above table are for products with a brazed seam.

When ordering products with a butted seam, add the prefix "WS" to the part number (ex. FVX2-1AF —>FVXWS2-1AF).

3) “The crimping will be more secure if the total cross-sectional area of the wire is at least 0.5 mm?2.
Examples: If the cross-sectional area of the wire is 0.3mm?, fold the wire in two when crimping the terminal.
If the cross-sectional area of the wire is 0.5mm?, crimp the terminal onto the wire as it is.
4) Delivery lead times may vary depending on the product. Contact JST for details.
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Solderless terminals

mmmml Bl ADE Vinyl-insulated with copper sleeve | —
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Certificate No.: @) E42024
LISTED
Part N Dimensions mm (in.) Ll
9 9 art No. D o< |8 =
Azlwg?f?ﬁnvg)re Standard 2D Color |§|2|& 3| Qty/box
Straight Flared B L G 0 T HEEEEEE
Str. Fld. >I>=(>|>[>[>m
VD1.25-1AF FVD1.25-1AF 8 (110) | 186 (732) | 9.0 (354)
VD1.25-2AF FVD1.25-2AF 4 (134) | 198 (780) | 102 (402)
VD1.25-3AF FVD1.25-3AF 0 (039) | 19.4 (764) | 9.8 (:386)
VD1.25-AF23A | FVD1.25-AF2.3A 3 (091) | 27.3(1.075) | 180 (709) | 96 | 35 | 40 | 08
Red | o olo|o|o
. 2::2}665) Tk | R 3 (091) | 198 (780) | 100 (394) | (:378) | (138) | (.167) | (031) 1000
' ' VD1.25-AF3A-S | FVD1.25-AF3A-S 0 (118) | 22.1 (.870) | 12.5 (.492)
VD1.25-BL FVD1.25-BL 0 (118) | 207 (815) | 11.1 (437)
VD1.25-BL2 FVD1.25-BL2 0 (118) | 24.1 (949) | 145 (571)
VD2-1AF FVD2-1AF 8 (110) | 18.1 (713) | 9.0 (354)
ooy | VDR2AF Gf6 | FVD22AF Gef6 8 (110) [ 2561008 [ 160 (800 | | | |
(0] A X
. = 0 olojo0|o0
(10410263 | VOZARW FVD2-AFW @ | 46 (181) | 27.8(1.004) [ 182 (717) (@78 | Li6) | (188) | (oan) | B 1,000
VD2-AF2.3A FVD2-AF2.3A 3 (091) | 27.8(1.094) | 180 (.709)
VD2-AF3AS | FVD2-AF3AS 0 (118) | 22.1 (870) | 125 (492)
VD5.5-1AF FVD5.5-1AF 8 (110) | 24.0 (:945) | 10.0 (.394)
121010 Fyps 5 apw FVD5.5-AFW ® | 45 (177) | 326(1.283) | 186 (732) | 140 | 57 | 65 | 1.0 fyg, 0 olo| 500
(263 10 6.64) o (551) | (224) | (256) | (039)
VD5.5-AF4A-S | FVD5.5-AF4A-S 0 (157) | 28.0(1.102) | 140 (551)

Note:1) Terminals with part number suffix "-S" have serrations on the blabe.
2) The part numbers indicated in the above table are for products with a brazed seam.
When ordering products with a butted seam, add the prefix "WS" to the part number (ex. FVD2-1AF —>FVDWS2-1AF).
3) Delivery lead times may vary depending on the product. Contact JST for details.
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