
Sensor: SMU, SMUse (w/ or w/o Bluetooth)
Subject: Plumb Bob Cable

FAQ060303-rev2

Split Ring Fastner, 
6-0086 

Compression Sleeve, 
3 ea. required per cable change (1 at top, 2 at bottom)
6-0047

Cable Swivel,
6-0055

Cable, 
R0321-002, 1/16" dia. Nylon Jacketed 
R0421-002, 3/64" dia. Unjacketed
R0321-003, 1/16" dia. Polyester Jacketed

Cable Thimble, 
6-0065 

Plumb Bob,  2 lbs.
6-3103, Std. Cast Aluminum, Solid
6-3123, Std. Cast Aluminum, Solid, Teflon Coated
6-2190, Digestible Bottle
6-3123, Cast Epoxy
6-3136, T316 SS, Solid
6-4106, T316 SS Inverted Cone
6-4126, T316 SS Inverted Cone, Teflon Coated
6-4108, T316 SS Ball Float, 6.0" O.D.
6-4128, T316 SS Ball Float, 6.0" O.D., Teflon Coated
6-4112, T316 SS Solid / Water Interface

What Components Are Necessary to Install Replacement Cable?

Ultimately dependent on whether any of the existing components are reusable.  At the very least 
cable and three cable compression sleeves will be required.  If nothing is reusable please refer 
to drawing for listing of components.
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