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1  About this Installation Guide

This document provides a simple procedure for the users of Lite-Fi™

family devices such as RS9110-N-11-02 and RS9110-N-11-03 for

installing the Wi-Fi driver under Windows XP platform.

This installation guide covers the following topics:

• Host driver setup requirements

• Installing the Lite-Fi™ Device Driver

• Verifying the Driver installation

• Uninstalling the Lite-Fi™ Driver



2 Host Driver Setup Requirements

Before installing the Redpine’s Lite-Fi™ device driver onto the machine,

please check for the minimum system configuration as mentioned below.

2.1 Hardware Requirements

• Laptop with SD/SDIO slot, such as Acer - Aspire 4520, Compaq -

Presario V3424AU, IBM thinkpad Z60t, Dell D420, and Toshiba -

Satellite M100

• 2.01 GHz processor

• 512 MB RAM and 10MB free disk space

• Lite-Fi™ RS9110-N-11-02 or RS9110-N-11-03 Evaluation Board

2.2 Software Requirements

The PC or Laptop must have Windows7 operating system installed to test

Lite-Fi™ windows7 device driver.



3  Installing the Lite-Fi™ Driver

• If any earlier version of ‘rpssdio’ driver is installed in the system,

remove the driver installation using the steps explained in section

5 Uninstalling the driver.

• Double click on ‘RS.GENR.WIN7.SD.3.2.xx_x86/x64_Release.exe’

(Release version) or

‘RS.GENR.WIN7.SD.3.2.xx_x86/x64_Debug.exe’ (Debug version)

to extract installation directory onto ‘:\Program Files\Lite-Fi’ of the

target PC

• Insert Redpine RS-9110-N-11-02/RS-9110-N-11-03 module into

the target machine’s SDIO slot.

• Right click ‘My Computer’ icon and click ‘Manage’. Computer

management window will appear as below:



• Click ‘Device Manager’ button. A new screen will appear as follow

with list of items.

• Expand ‘Other Device’ list. Right click on ‘Generic SDIO Device’ and

click ‘Update Driver Software’ option.



• Search Option window will appear as below.

• Click on ‘Browse my computer for driver software’ option. A

Browser window will open as below:



• Click on ‘Browse’ button; select ‘C:\Program Files\Lite-Fi\’ and click

‘Next’.

• A security warning widow will appear as shown below.

• Click on ‘Install this driver software anyway’ option. Installation

status window will appear as below.

• Click ‘Close’ button to close the wizard.



3.1 Issues with Windows7 Device Manager

You may also encounter few issues if the windows directory is not C:

Windows device manager may hang. If you did not observe the above

confirmation dialog for a long time, then kill the mmc.exe from windows task

manager.

From the windows device manger, open the properties of Redpine Network

Adapter and change the path to correct location as shown below and click on

OK. This would also hang the device manger and system needs to be rebooted.

Please check the adapter information from device manger after reboot.

If the device is disabled, please enable and the driver starts loading

Note: the step 3.1 is only applicable if windows is not installed on C:.



3.2 Instruction for 64-bit Windows7

You may encounter privilege issues in 64 bit OS. To overcome these issues

please run the \Program Files\Lite-FI\Disabling_DriverSignature.bat

file in privileged mode. Right click on the above batch file and select option

“RunAsAdministrator”. You would prompt for removing/installing the certificate

and please select appropriate action. This ensures the certificate installation.

Repeat the step 3 again.



4 Verifying the Driver Installation

Once the driver is installed, you can follow the instructions mentioned below

to verify that the device driver is loaded and working correctly.

• Open ‘Device Manager Window’ using the steps - Right click ‘My

Computer’, click ‘Manage’ & click ‘Device Manager’ button.

• Check ‘Redpine Signals Wifi 7 Driver’ showing in the list as below.



5 Uninstalling the Driver

Follow the steps below to uninstall LiteFi™ driver.

• Open ‘Device Manager Window’ using the steps - Right click ‘My

Computer’, click ‘Manage’ & click ‘Device Manager’ button.

• Right click on ‘Redpine Signals Wifi 7 Driver’ and select ‘Uninstall’

option.

• ‘Confirm Device Uninstall’ window will appear as below:

• Select ‘Delete the driver software for this device’ check box and

click OK.

• An uninstall window will appear and close automatically after

completely uninstalling the driver.

• Uninstalling the lightweight driver and protocol driver as follows.



• Please delete the following files from \windows\system\drivers\

rpssdio.sys

rpslwf.sys

rpsproto.sys

• Please delete the oemXX.inf files from \windows\inf which contains

the text as “redpine”.



6 Installing the filter driver

• Goto edit box Start->Search programs and files enter the

command ncpa.cpl and ENTER.

• You can see the following dialog as shown below

• Right Click on Wireless Network ConnectionXX which mapped to

Redpine Signals Wifi 7 Driver and select the properties. The

following dialog will popup.



• Click on Install button and select the service option from populated

dialog and then select add button from “Select Network Feature

Type” dialog. Now you will see the “Select Network Service” Dialog as

shown below.  User have to locate the filter driver, Please locate the

filter driver by selecting “Have Disk” and browsing the path to

\Program Files\Lite-Fi\rpslwf\rpslwf.inf. This will populate the “Select

Network Service” dialog with listing of Redpine Signals LightWeight

Filter Driver. Click on OK button to install the LightWeight filter

driver. Sequence of steps clearly mentioned in the following figure.



• Ensure the installation of light weight filter driver by

confirming from the following dialog box.



7 Installing the Network Protocol

Please follow the steps showed in the following figure to install the

protocol driver.



8 Starting the Filter/Protocol Driver

Please run the \Program Files\Lite-Fi\RestartProto.bat file in administrator

mode by selecting the RunAsAdministrator option from popup menu and

you would observe the following confirmation console
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