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ELECTRO TECHNIK

ELECTRO TECHNIK12B

"N" TYPE COAXIAL

TERMINATIONS

10 WATTS (1KW peak)

PERFORMANCE SPECIFICATIONS:

PART CONNECTOR          VSWR

NUMBER TYPE          (max.)

RFT10NFA "N" FEMALE DC to 4 GHz - 1.15:1

4 to 8 GHz - 1.25:1

RFT10NMA "N" MALE 8 to 12 GHz - 1.30:1

RFT10NFC "N" FEMALE DC to 8 GHz - 1.20:1

RFT10NMC "N" MALE DC to 8 GHz - 1.20:1

RFT10NFD "N" FEMALE DC to 4 GHz - 1.15:1

RFT10NMD "N" MALE DC to 4 GHz - 1.15:1

RFT10NFE "N" FEMALE DC to 2 GHz - 1.10:1

RFT10NME "N" MALE DC to 2 GHz - 1.10:1

PART CONNECTOR          VSWR

NUMBER TYPE          (max.)

RFT15NFA "N" FEMALE DC to 4 GHz - 1.15:1

4 to 8 GHz - 1.25:1

RFT15NMA "N" MALE 8 to 12 GHz - 1.30:1

RFT15NFC "N" FEMALE DC to 8 GHz - 1.20:1

RFT15NMC "N" MALE DC to 8 GHz - 1.20:1

RFT15NFD "N" FEMALE DC to 4 GHz - 1.15:1

RFT15NMD "N" MALE DC to 4 GHz - 1.15:1

RFT15NFE "N" FEMALE DC to 2 GHz - 1.10:1

RFT15NME "N" MALE DC to 2 GHz - 1.10:1

PERFORMANCE SPECIFICATIONS:

15 WATTS (2KW peak)

2.38 (60.45)
male

2.22 (56.38)
female

.80 (20.32)
male

.74 (18.00)
female

1.33 (33.78)
dia.

 N
Connector
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