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Philtec, Inc.,  est. 1985

• 1985 – 2002   Analog Models Only

• Excellent High Speed Performance

• Single Channel Models



DMS Sensors Added 2002

• 2002  Displacement Measurement Systems Introduced

• RS232 Linear Output

• Temperature Stabilized Electronics

• Single & Dual Channel Models



2005 adds mini‐DMS & 10DMS Rack 



Why Choose Fiberoptic Sensors?
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Why Choose Philtec Sensors?



Advantages of Fiberoptics

EMF Noise

Intrinsic Safety

Extreme Environments

Glass 
Fiberoptics



Fiberoptic Sensors Work

• Inside of Mechanisms

• In Vacuum

• In Fluids

• In Magnetic Fields

• In Electrical Fields

• At Cryogenic Temperatures

• At High Temperatures

• In Hazardous Environments



Sales Resources

Cable Designs
Application Notes                   

E‐Newsletters

Product Guide 2007

Products / Price List

Product Data Sheets

www .philtec.com

Demo Equipment



Vacuum Passthru Hardware





BvF Multi‐Channel Passthru



Customer Applications



Sensor:  RC20‐BET7  
Customer: Analog Devices

Application: Trimming of MEMS Sensors in Production



Sensor:   RC20‐B3‐C1EH3T2T8 (Qty 6)  
Customer: Ingersoll Rand Air Solutions

Application: Air Compressor Tip Clearance Measurements
Bladed Impeller, 3 blades per stage



Sensor:  RC171‐BT7  
Customer: Test Devices

Application: Radial Growth In High Speed Spin Tests



Sensor:  RC62‐C1M1T9  
Customer: Texas Instruments

Application: Production Testing Of Bi‐Metallic Switch



Sensor: RC62‐B1C1T2 
Customer: Hamilton Sundstrand

Application: Gear Box Tests



Sensor: D21‐BC6EQT7 
Customer: Medtronic

Application: MRI ‐ very small target in high EMF field
Non‐magnetic Tips &Cables



Sensor: RC90‐C3QT3 
Customer: I.I.S. Bangalore

Application: Very high magnetic  field ‐ 2 Tesla
Non‐magnetic Tips & Cables



Sensor: D63‐T7W 
Customer: Grace Instruments

Application: Rheometers & Viscometers for Oil & Gas Well Drilling

High Pressure Tip Design



Sensor: DMS‐D169‐BC1ET1W 
Customer: Schlumberger Technology 

Application: Oil Rig Gas Lift Valve Qualification Testing

26" Long Tips
Exposed to 3,000 psi Gas



Sensor: RC100‐B4ET7W 
Customer: Husco International

Application: Poppet Valve in 100°C Oil & 5000 psi

Custom O‐ring Connector Joint



Sensor: mDMS‐D21‐BC6T7 
Customer: H & N Instruments 

Application: Print Head Height Control



Sensor: RC63‐B         TRC63‐LEX1 
Customer: Lexmark

Application: Ink Jet Print Head Height



Sensor: mDMS‐D63‐T7 
Customer: Precision Gage

Application: Precision Gear Inspection
A test gear is loaded against a master gear.
Shaft deflection signatures are recorded & analyzed

Recessed Fiberoptics in Tip to Eliminate 
Near Side Operating Range



Sensor: D20‐ABC1EH1OQT1 
Customer: Denso Corp

Application: Fuel Injector Dynamics

Calibration In Diesel Fuel



Sensor: RC171‐BC1ET7WZ 
Customer: Auto Mfr

Application:  Piston Dynamics

Probes Made For Installation In 
Spark Plug Holes



Sensor:  D100‐BC1T7T9  
Customer: ABB Turbo Systems

Application: Distance Measurements Inside Turbo Engine



Sensor: RC171‐ST7 
Customer: Bechtel Plant Machinery

Application: Shaft Orbit & Vibration Measurements in Pressurized Water

15" Long Side‐Viewing Probes

2,000 psig max
93 C
20 mils total clearance



Sensor: RC20‐T7 
Customer: Creare

Application: 1/4" Dia. Shaft Runout & Vibration

Offset Probes For Access To Shaft





Sensor: D20‐BvW‐C1ET1 
Customer: Creare

Application: High Vacuum Application

1" Dia. Passthru



Sensor: RC190‐Bv3‐C1 
Customer: Indian Institute of Science

Application: Ultra‐High Vacuum



Sensor: D100‐BvF‐C7ET1 
Customer: MicroContinuum

Application: High Vacuum Application

Customer Reads Reflectivity to Monitor 
Process of Coating Optical Tape



Sensor: DMS
Customer: UK Laboratory

Application: Imager for the Hubble Replacement Telescope

These sensors were used to measure
thermal distortions of critical components
at low temperatures

DMS-D170-C1E (3)  
DMS-RC100-C1E (2)  
DMS-RC171-C1E (1) 



Sensor: mDMS‐RC100‐BvF‐C1E (11) 
Customer: NASA Jet Propulsion Lab

Application: Focus Telescope in High Vacuum

10DMS Rack
11 mDMS‐RC100‐BC1E
2 BvF
1 Bv3 







Sensor: RC20 
Customer:

Application: Glass Encoder Disc Runout

Sensors Calibrated for both 
Radial & Axial Runout



Sensor: 4DMS‐RC190‐E 
Customer: Applied Films

Application: Manufacture of Flat Panel Displays



Sensor: mDMS‐RC171‐C1ET7 
Customer: Pilkington Auto Glass

Application: Window Shape Measurement
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Sensor: mDMS‐RC171‐C1ET7 
Customer: Pilkington Auto Glass

Application: Window Shape Measurement

Glass Holding Fixtures



Sensor: mDMS‐RC171‐C1ET7 
Customer: Pilkington Auto Glass

Application: Window Shape Measurement

Single Channel 
Calibration



Sensor: mDMS‐RC171‐C1ET7 
Customer: Pilkington Auto Glass

Application: Window Shape Measurement

10 Channel Calibration


