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GPSInfo Note for Windows 7/Vista

If your GPSInfo looks like the GPSInfo below, with the blank COM ports, then please follow the instructions below to get
GPSInfo running properly.

Q GPS Information

Set Time  About Set Time  About

COM Port : | | sirf Version: | COM Port : | ~|  Sirf Version:
Baud Rate : |4BI]I] j FW Version: I Baud Rate : _| FW Version:
Scan Com Ponl Start GPS | P Version: I Scan Com P ~|  PVersion:

Cold Start | [T Power Save [T WAASIEGNOS [~ VTG Cold Start AASIEGNOS [T VTG

4

ComPort ERROR!

Date:
Time:

Date:
Time:
Direction:
Speed:
Status:
HDOP:
PDOP:

Direction:
Speed:
Status:
HDOP:
PDOP:

Send | I Send T -
|
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1. Right click on the GPSInfo Icon on your Desktop

Open
Run as administrator
Scan with ESET NOD32 Antivirus

Advanced options

Share... THURS
Add to archive... 2
Add to "GpsInfo.rar"

Compress and email...

Compress to "Gpslnfo.rar” and email

Pin to Start Menu

Add to Quick Launch

Restore previous versions
Send To

Cut

Copy

Create Shortcut
Delete

Rename

Properties

2. Click on Properties.
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3. Click on the Compatibility Tab.
4. Check the box that says “Run this program as an administrator”.

(@ opmoecrepens e

General ICDmﬂﬂtibi"t'.-’ | Securty | Details I Previous ‘u"ersiuns|

if you have problems with this program and it worked comectly on
an earier version of Windows, select the compatibility mode that
matches that earier version.

Compatibility mode

[] Run this program in compatibility mede for;

Windows XP (Service Pack 2)

Settings
[ Fun in 256 colors
[ Fun in &40 x 420 screen resolution
[| Disable visual themes

[| Disable desktop composition
[ | Disable display scaling on high DF| settings

Privilege Level

Run this program as an administrator

[ Show settings for all users ]

5. Click OK and reopen GPSInfo.
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6. Select the COM port and Baud Rate 4800.
7. Click Start GPS

o)

Set Time  About

COM Port: |CDME: GPS Receiver j Sirf Yersion: |

Baud Rate : |4BI]I] j FW Yersion: |

Close GPS | P Version: |

Cold Start [ Power Save [ WAAS/EGNOS | VIG

Send

SGPGSAA,3,09,19,14,06,18,03...,,..3.4,2.1,2.7*38

S5GPRMC,171148.000,A,3359.1772,N,11742.2501,%/.0.69,349.09,220410...) ~
S5GPGGA171149.000,3359.1776,N.11742.2502,W.1,06,2.1,137.4,M.-33.3.M

S5GPRMC,171149.000,A,3359.1776,N,11742.2502,¥/.0.99,353.33,220410...
S5GPGGA171150.000,3359.1779,N.11742.2504,W.1,06,2.1,138.7,M,-33.3.M

SGPGSAA,3,09,19,14,06,18,03...,,..3.4,2.1,2.7*38

SGPRMC,171150.000,A,3359.1779,N,11742.2504,¥.0.73,351.50,220410.,..

Date: 2010f04422
Time: 10:11:50
Direction: 351.50

Speed: 0 Kmfhr

Status: iD
HDOP: 2.1
PDOP: 3.4

Lat: N 33'59.1779' Lon: W 117742.2504"
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