SILICON POWER TRANSISTORS

A range of common-emitter, bipolar devices are available for high band FM service in portable, mobile and base
station applications.
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136-175 MHz CLASS C, COMMON EMITTER, HIGH BAND FM

SD1134-05 150 0.1 11.5 — 7.5 3 M123
SD1135-03 150 0.2 11 — 7.5 11.6 M123
SD1274 160 3 10 — 13.6 1.2 M135
SD1274-01 160 3 10 — 13.6 1.2 M113
SD1275 160 5 9 — 13.6 1.2 M135
SD1275-01 160 5 9 — 13.6 1.2 M113
SD1273 160 5 9 55 13.6 25 M135
SD1012 175 0.25 12 50 12.5 15 M135
SD1012-03 175 0.75 9 50 12.5 8.75 M113
SD1143 175 1 10 — 12.5 8.75 M135
SD1143-01 175 1 10 — 12.5 8.75 M113
SD1014-02 175 3.5 6.3 60 12.5 5.6 M135
SD1014-06 175 3.5 6.3 60 12.5 5.6 M113
SD1018 175 14 45 70 12.5 2.2 M135
SD1018-06 175 14 45 70 12.5 22 M113
SD1428 175 : 10 6.5 50 12.5 1.2 M111
SD1477 175 25 6 — 12.5 0.65 M111
SD1070 175 3.5 5.8 70 28 7.6 M137
SD1224 175 7 7.6 60 28 2.9 M135
SD1224-02 175 7 7.6 60 28 29 M113
SD1480 136-175 15 9.2 55 28 0.65 M111
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