GENERAL PURPOSE & INDUSTRIAL ['y_l %&@g{;}‘g&gﬂ%&g@%

MEDIUM POWER THYRISTORS & TRIACS < 100 A

METAL CASE FAST SWITCHING THYRISTORS

Tamb = 25°C dvidt* | Igym*
@ 67% @
VDRM | VRRM
Type lo VRRM | frsm | Vtm / hrm | VT | lGT | R | dildt lom™ tq* Package
= @
VDRM VDRM
max max max max max min max max
See NOTE (A) V) (A) v) (A) (V) | (mA) [ (mA) | (Alps) | (Vips) (mA) (us)
25 Arms [ Tease = 60°C Tj = 125°C I°t = 200 A’s it = 104
BTW 30-600 —1200 16 600 ~—=1200 200 3 50 1.5 200 708§ 200 200 6** ;g g; TO 48 (4)
35 Arms | Tcase = 40°C Tj = 120°C It = 200 A’ s it = 10A
2N 3654-—2N 3658 22.5 50 — 400 200 2.05 25 1.5 180 70§ 400 200 6 10 TO 48 (4)
35 Arms / Tcase = 40°C Tj = 120°C I°t = 200 A’s it = 10A
2N 3649—=2N 3653 22.5 50 — 400 200 2.05 25 15 180 70§ 400 200 6 5 TO 48 (4)
63 Arms / Tcase = 65°C Tj = 125°C I°t = 4230 A®s I = 150 A
TGF 149100 A—=600 A 40 |100—s00| o0 |3 500 | 15 | 150 {200 | 200 | 200 | 12 A (:1)20 TO 65 (5)
63 Arms / Tease = 65°C Tj = 125°C I°t = 2245 A’s I = 150 A
TGF 148600 B—~1200 B 40 |eo0—1200{ 670 | 4 500 [ 15 | 150 {200 | 200 | 200 | 12 B (:1)40 T0 65 (5)
* @ Ty max. (1) Please, consuit us for lower 1q values.
@ Tj = 100°C. (2) For BTW 30-600, BTW 30-800.
NOTE : ORDERING INFORMATION — EXAMPLE : TGF 149-300 A, (3) For BTW 30-1000, BTW 30-1200.
2N 3651 for 200 V. (4) 1/4"-28 UNF - M6 thread available on request—=Type number + suffix M.
§ : Typical value. (5) 1/47-28 UNF.
TRIACS
LOGIC LEVEL TRIACS
Type VDRM Irsm IDRM Suffix IgT (mA) max IH Vim 'hm (dildt)e dvidt Package
x @ VDRM @ (dvidtye @ 67%
I I 11l v VDRM
@ Ti max @ Ti max @ Ti max
max max | max min min
See NOTE 1 V) (A) (mA) +4+ |+ |——]—~+ | (MA) V) (A) (A/ms) (Vius)
6 Arms [ Tcage = 80°C Tj = 110°C 12t = 36 A2s 0.1 Vs | oee
‘ ™W 5 5 5 15 27 1.3 20 ‘
BTA /BTE 06 200-~800 | 85 0.5 SW o | 16| 10 o5 175 85| g 07 0 TO 220 AB
— ] PR ] — See
8 Arms | Tease = 80°C Tj = 110°C |2t = 36 A2s 0.1 Vips | v o
T™W 5 5 5 15 35 1.8 20
BTA /BTB 08 200800 | 85 05 oW ol ol 0 o5 175 1 as |35 50 TO 220 AB
NOTE 1 : BTA insulated (insulating voltage = 2500 VRpms). BTB uninsulated. NOTE 2 : With suffix TW = 20 V/us. With suffix SW = 50 V/us.
VDRM * 200 - 400 - 600 - 700 - 800 V.
ORDERING INFORMATION - EXAMPLE : BTA 06-400 TW.
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