4-BIT MICROCONTROLLERS
TLCS-470A Series (CMOS)

FEATURES

Memory Capacity

(1) Max. 16K byte ROM and max. 768-nibble RAM

(2) One time PROM built-in type available

Basic Functions

(8) 105 instructions; min. execution time 1.3u.s

(4) Dual clock system
(5) Watchdog timer

(B) 8-bit serial interface
(simultaneous signal transmission/reception)

4-BIT MICROCONTROLLER — TLCS-470A CMOS SERIES

Additional Features

(1) LED driver

(2) 8-bit A/D converter

(3) Remote control preprocessing
(4) VFT driver

(5) D/A conversion (PWM) output
(6) 4-bit A/D conversion input

MINIMUM SUPPLY
PART NUMBER FUNCTIONS i e o CYCLE VOLTAGE PACKAGE
TIME (1.S) V)
ON-SCREEN DISPLAY
TMP47C1238N D/A CONVERSION (PWM) OUTPUT 12288 x 8
4-BIT A/D CONVERSION INPUT 512x4 39 54-PIN SDIP
TMP47C1638N REMOTE CONTROL PREPROCESSING 16384 x 8
TMP47C1260N LED DRIVER 12288 x 8 13
8-BIT A/D CONVERTER 56 p 4.5-6.0
TMP47C1660N REMOTE CONTROL PREPROCESSING 16384 x 8 (244)
VETDRIVER 768 x 4 64-PIN SDIP
TMP47C1270N D/A CONVERSION (PWM) OUTPUT 12288 <8 53
4-BIT A/D CONVERSION INPUT
TMP47C1670N REMOTE CONTROL PREPROCESSING 16384 <8
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