
90˚±45˚ Detent Position

PART NO. REV.

DRAWN BY UPDATED CHECKED RELEASED

1 (+5V) Red

2 (ch B) Grn

3 (ch A) Whi

4 (GND) Blk

SPECIFICATIONS

ELECTRICAL

1. Input Voltage:  5.0 VDC ±5%
2. Resolution:  20PPR
3. Current Consumption:  30mA max.
4. Output  Voltage:  High: 4.2Vmin

        Low: 0.4Vmax
5. Max. Freq. Response:  100 Hz

MECHANICAL

1. Max Shaft Load, radial:  1.0 kgf
      axial:  1.0 kgf

2. Rotational Angle:  360° continuous
3. Starting Torque:  40±20 gf•cm max.
4. Maximum Speed:  210 RPM
5. Rotational Life:  2,000,000 cycles min.

ENVIRONMENTAL

1. Operating Temp:  0° to +60° C
2. Storage Temp:  -20° to +80° C
3. Humidity:  85% RH, no condensation
4. Vibration:  10 - 55 Hz, 1.5 mm, 2 hrs
5. Shock:  50G, 6ms, 3 axes, 3 reps

OUTPUT CIRCUIT OUTPUT WAVEFORM
Counter clockwise rotation viewed from front

Sig  A

Sig  B
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PUSH SWITCH

1. Rating:  24VDC@30mA max.
2. Contact Resistance:  200mΩ max.
3. Insul. Resistance:  100MΩ min.
4. Voltage Wisthstand:  200VAC, 1min.
5. Operating Force:  300±150gf
6. Travel: 0.8±0.3mm
7. Bounce:  10ms
8. Life:  100,000 cycles under load    
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