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5-22

Bi-Directional Couplers
10 - 500 MHz CH-/CHS-134

V2.00

FP-2

1 2 3 4

5 6 7 8

PIN 0.015 DIA ±0.005
(0.038 ±0.13)

8 PLACES
0.312 MIN TYP

(7.9 MIN)

0.385 ± 0.020
(9.8 ± 0.5)

0.080 (2.0)

0.100 (2.5)
0.250 (6.3)

0.350 (8.9)
0.51 

(12.9 ±0.5)
0.150 MAX
(3.8 MAX)

0.060 (1.5)

SF-1

Features
Constant Coupling – Within ± 0.5 dB Max

Ordering Information

Operating Characteristics

Guaranteed Specifications* (From -55°C to +85°C)

●

Dimensions in (  ) are in mm.
Unless Otherwise Noted: .xxx = ±0.010 (.xx = ±0.25)

.xx = ±0.02 (.xx = ±0.5)
WEIGHT (APPROX.):   0.07 OUNCES   2 GRAMS

WEIGHT (APPROX.):   0.09 OUNCES    2.5 GRAMS
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5-23

Bi-Directional Couplers CH-/CHS-134
V2.00

Typical Performance Functional Diagram (CH-134)

Functional Diagram (CHS-134)


