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MANUFACTURER OF WORLD CLASS HIGH POWER SEMICONDUCTORS

A .

— America Semiconductor FR85B02 thru

b FR85JR02
Silicon Fast Vegm =100 V - 600 V
Recovery Diode l-=85A

Features

« High Surge Capability DO-5 Package

* Types up to 600 V Vi,

Note: A C m
1. Standard polarity: Stud is cathode. * % :

2, Reverse polarily (R); Stud is anode,

3. Stud is base,
c A
Stud Stud
(R)

Maximum ratings, at T;= 25 °C, unless otherwise specified ("R" devices have leads reversed)

Parameter Symbol Conditions FRESB(R)02 FRESD(R)02 FRE5G(R)02 FR85J(R)02Z  Unit
Repetitive paak reversa Vi 100 200 400 600 v
voltage
RMS reverse voltage Vaus T0 140 280 420 )
DC blocking voltage Voo 100 200 400 600 )
Continuous forward current Ie Tes100°C 85 85 85 85 A
Surge non-repetitive forward e o
current. Half Sine Wave legw Te=25°C,t,=83ms 1369 1369 1369 1369 A
Operating temperature T; -40 to 125 -40 to 125 -40to 125 -40 to 125 °C
Storage temperature Tag -40 to 150 -40 to 150 -40 to 150 -40 10 150 °C

Electrical characteristics, at Tj = 25 °C, unless otherwise specified

Parameter Symbol Conditions FRE5B(R)02 FRE5D(R)02 FRE5G(R)02  FRE5J(R)02  Unit

Diode forward voltage Ve k=854, T =25°C 1.4 1.4 1.4 1.4 v

R i | Va= 100V, T,=25°C 25 25 25 25 A
glehenl R Vg=100V,T,=125°C 20 20 20 20 mA

Recovery Time

Maximum reverse recovery le=05A, 1z=1.0 A,

o T = 0.25 A 200 200 200 250 ns
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# America Semiconductor FR85B02 thru

FR85JR02

Figure .1- Typical Forward Characleristics

Figure .2-Forward Deraling Curve
1000 5 120
2 600 2
g & 100
w400 %
F' o A/ L 80
< // 5 \
(=4
£, 100 iy 3 \
ga 1235 ¢ —S——f 3 w 60 '
a 'E [=1H] ! i E E
B2 I
5 40 40
£ /1] g \
£ 71 25°C g g \
A
/ g Single Phase, Half Wave
10 i 5 G0Hz Resistive or Inductive Load
E J‘r l‘ { D 1 1 L 1 1 1 L 1 \
5 &0 F 0 20 40 60 80 100 120
fg 4.0 / G
J' Case Temperature - T
2.0 /
1.0
0 02 06 10 14 18 22
Volts Figure 4-Typical R haracteristics
Instantaneocus Forward Vollage - Volts 1000 =
GO0
L=
400 /,f
200
- L
. £ 100
- Figure .3- Peak Forward Surge Current = = T=125°C
2 1500 TTIm T T 1T T 1T &0 ¥ J
8 \\ 8.3ms Single Half L
1250 - Sine Wave : a0 2
é N JEDEC method T,=25'C P
1000 B 20 A
E SN g #g
g E‘“ 750 Bt g 2 1w
5‘ < ] = ,E i —
500 <11 § = = —t
: I g
250 2 4
& 50 5 2 ]
2 4 6 810 20 40 60 BO100 § L/
1 A
Cyclas g P 125 C
Number Of Gycles At 60Hz - Cycles :
£ 4
A
2
A

0 200 400 600 8OO 1000 1200

Wolts
Percent Of Rated Peak Reverse Voltage - Volis

@ www.AmericaSemi.com 2

Complignt

Content copyright 201 3|America Semiconductor]All rights reserved|Terms & Conditions|Copyright
Tel(908)810-SEMI(7364) Fax:(908)810-5334
Emailinfo@AmericaSemi.com
WWw_americasemi.com



