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MANUFACTURER OF WORLD CLASS HIGH POWER SEMICONDUCTORS

KBPC3006T/W thru

# America Semiconductor KBPC5010T/W

Silicon Bridge Vi = 50 V - 1000 V
Rectifier I =50 A

Features

= High afficiency

* Types up 1o 1000 V Veg, KBPC-T/W Package

« Silicon junclion

= Melal case

Mechanical Data

Case: Mounted in the bridge encapsulation
Mounting position; Hole for #10 screw
Polarity; Marked on case

Maximum ratings, at T;= 25 °C, unless otherwise specified (KBPCXXXXT uses KBPC-T package while KBPCXXXXW
uses KBPC-W package)

Parameter Symbol Conditions KBPCS006T/W KBPC5008T/W KBPCS010T/W Unit
Repetilive peak reverse voltage  Vagm 600 800 1000 v
RMS reverse voltage Veus 420 560 700 v
DC blocking voltage Vec 600 800 1000 v
Conlinuous forward current Ie Tes40°C &0 50 50 A
Surge non-repelilive forward AR =
current, Half Sine Wave lpgw  Te=25°C,1,=83ms 400 400 400 A
Operaling temperalure Ty -5510 150 -55to 150 -55to 150 *C
Storage temperalure Tog -55 1o 150 -55to0 150 -55to 150 *Cc
Electrical characteristics, at Tj = 25 °C, unless otherwise specified
Parameter Symbol Conditions KBPCS5006T/W KBPC5008T/W KBPC5010T/W Unit
Diode forward voltage Ve ;=25 A, T;=25°C 11 1.1 1 v

Ve=50V, Tj=25°C 5 5 5
Fravefes oo " ye=s0v,T,=100°C 500 500 500 s
Thermal characteristics
Thermal resislance, junclion - Reuc 25 25 25 “CIW
e
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F1G.2 - MAXIMUM NON-REPETITIVE FORWARD SURGE CURRENT

FIG. 1 - TYPIGCAL FORWARD CORRENT DERATING CURVE K00 1 | | | | |
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i Fitz.3- TYPICAL FORWARD CHARACTERISTICE FIG 4- TYPICAL REVERSE CHARACTERISTICS
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