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MANUFACTURER OF WORLD CLASS HIGH POWER SEMICONDUCTORS

A ; . 2WO003M thru
Y= America Semiconductor SWO04M

Silicon Bridge Vrem =50 V - 1000 V
Rectifier lg=2A

Features

= Types up to 1000V Vggy,

= Ideal for printed circuit board WOM Package

+ Low forward voltage drop
s High temperature soldering guaranteed: 250°C/ 10
gseconds, 0.3757 lead length, .5 Ibs (2 3kg) tension

+ Low leakage current

Mechanical Data

Case: Plaslic

Polarity; Color band on body denotes cathode
Mounting posilion: Any

Terminals: Plated leads, solderable per MIL-STD-202
Method 208 guaranteed

Weight: 1.1 grams

Maximum ratings, at T;= 25 °C, unless otherwise specified (2WXXM rectifiers have shorter leads than 2WXXG)

Parameter Symbol Conditions 2W005M 2W01M 2W02M 2W04M Unit

Repetitive peak reverse voltage  Vieaw 50 100 200 400 W
RMS reverse voltage Vs 35 70 140 280 W
DC blocking voltage Ve 50 100 200 400 W
Continuous forward current I To=50°C 2z 2 2 2 A
Surge non-repetitive forward = 75 0 =

current, Half Sine Wave Ir.su Tgr e miams o o 23 a0 i
Operating temperature T, 6510125 -65t0125 B5t0125 -B5t0125 i
Storage temperature Tag 6510150 -65t0 150 -B5to 130 -G5to 150 L

Electrical characteristics, at Tj = 25 °C, unless otherwise specified

Parameter Symbol Conditions 2WO005M 2W01M 2WO02ZM 2Wo4M Unit
Dicde forward voltage Ve lg=2AT=25°C 1.1 1.1 141 i1 v
Reverse current I L b i 10 i e s A
" Vg=50V,T=100°C 500 500 500 500 :
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