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Printed Circuit Board Connectors
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2 Hybrid Coniact Connectors 6 Hybrid Contact Connectors
No. of Dimensions No. of Dimensions
Box Contact Box Contact
Positions B = D Positions B c D
128 7.565 .300 112 7.565 5.500 400
19215 160.02 18215 139.7 10.16
152 7.265 6.000 — 102 7.065 5.000 400
184.53 152 4 179.45 127.0 10.16
1183 7.065 5800 — " 6.565 4.500 400
179 45 147.32 < 166.75 114.3 10.16
108 6.565 5300 7 2 6.065 4000 400
166.75 13452 154.05 1018 10 16
%8 6.065 4.800 — - 5.565 3500 .400
154.05 121.92 ! 141.35 88.9 1016
a8 5.565 4.300 _ - 62 5.065 3.000 400
141.35 100 22 128.65 76.2 10.18
75 5.065 3.800 — 52 4.565 2500 400
128.65 9652 11595 635 10,16
8 4,565 3.300 _ i 4.065 2,000 .400
115,95 83.82 102 25 50.8 10.16
58 4.065 2.800 _ P 3.565 1,500 -400
103.23 7112 90.55 38.1 10.16
48 3.565 2.300 — o 3.065 1.000 400
90.55 58.42 == 77.85 254 .16
38 3.065 1.800 —
77.85 45.72
28 258 1390 - 8 Hybrid Contact Connectors
2.065 800 _ Ne. of i i
18 5545 3032 Box Contact Dimensions
Positions B c D
91 7.565 5.100 .600
19215 128.54 15.24
94 7.065 4600 .600
173.45 116.84 15.24
o B sm
; 16 . 15.
4 Hybrid Contact Gonnectors > 5165 3600 500
No. of oI - ! 154,05 91.44 *5.24
Box Contact mensiens " 5.665 3.100 500
Positians B c D 141.35 78.74 15.24
120 7.565 5.900 .200 o4 5065 2.600 800
“ 192.15 149,86 5.08 128.65 66.04 15.24
80 5565 3.900 200 4 4.565 2.100 600
14135 99.05 5.08 11595 53.34 15.24
-0 5.065 3.400 200 0 4,065 1.600 600
128,65 86.35 5.08 ° 103.25 40.64 15.24
- a0 3.565 1.900 200 o4 3.565 1100 500
90.55 4826 5.08 = 90.55 27 94 15 94
30 3.065 1.400 200 14 3.065 600 600
77.85 35.56 5.8 77 85 15.24 1524
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Far drawings. Lechical data or samples. contact your AMP szles enginger or czll the AMP Product Infarmation Genler 1-800-522-6752
Dirversions are n inches and milimeters unless olherwise specifled. Valuzs in brackets are matric aquivalents

Speitications sublject 10 6hanga. Gonsult AMP INcorporated 1or latest specitizalions



