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Aerospace/Rugyedized
Printed Circuit Board Connectors

Catalog 296350
Issued 9-97

Housing Material: In zcoordance with
MIL-C-ah307

Contact Material and Finish: Biass
per Q0-B-626 p atad 007030 12.00076
min. go dintre contact area, 000700
[0.00254] mrin. tin-lead on the post over
000030 [0.00076) mir. nickel an the
entire con:act

Related Producl Data:

Males with—Receptacles. page 13
Extzrnal Keying—page 23
Coaxial/High Yoitage Contacts—
DANRS 23 & 27

Other sizes and configura-
tions available Consult

engineer.

Mini-Box Right Angle Pin Header Assemblies with 4 or 6 Hybrid Cavities
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No. of No. of Dimensions AMP
Box Contact Coaxial ” Part No,
Pos, Cavities A B C D '
3.850 3.600 2200 200 N
%0 4 9779 9144 55.38 5.08 5327951
3.850 3.60C 1.800 400
74 6 87.79 9.4 4572 10,16 5318181
2.000 2850 850 400 ;
36 8 73.66 67.31 2159 10.16 531819-3
2,650 2.400 500 400
26 g 67.31 60.96 13.24 016 521818-2

Note: "hese pin header assemblies accept coaxial contacts—Yertical Cable Pin 227604-1 and Right Angle Pc Board
Mount Pin 227502-1.
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For drawings. tecinical data or samples contact your AMP sales enginger or call the AMP Pradic: Information Genter 1-800-522-6752,
Dimensiuns are in ingles and millimelers unlzss oINeryIse speciiied. valies in brackets ar2 metnc equ yvalents
Speclflcat org subject to change, Consu t AMP Incarporatad for latest specifications.



