ANIP

Soft Shell
Pin and Socket Connectors

Catalog 296062
Issued 10-95

PC Board Surface Mount
Pin Header

Material and Finish

Housing — UL 94V-2 Nylon, black
color

CGontact— Phosphar bronze, pre-tin
Solder tail width 052 [1.32]

PC Board Right-Angle
Pin Headers

Material and Finish
Housing— hylon

Gontact— Phosphor bronze. pre-tin
Solder tail width 052 [1.32)

insuiation Displacement
Connectors (IDC)
Socket Assembly (Plug)

Material
Housing — Nylon
Contact— Phosphor tronze

Dust Covers

Material
UL84Y-0 Polyester, white color

Related Product Data

Mating Connectors — Socket
Housings, Socket Header and Insulation
Displacement Connectors Mate with the
Pin Housing and Pin Headers

4 Position - Commetcial MATE-N-LOK Connectors (Continued)
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Circuits A [] C D Numbers Pari Number
8417371
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'Surface Mount Compatible

*Other mating connectors include a vertical PC Board socket header and the insulation displacement cennectors (IDC}.

Wire Size Range Color Finish Flammability Part
AWG [mm?] Code Rating Numbers
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'Buplex Finish— Plated with .000030 [.000762] min. gold in mating area over 000050 [.00127] min. nickel underplate

on entire contact.

MNotes:

1. Insulation diameler .095 [2.41] max.

2. Application Tooling
Power Unit No. 81112-2 (IS 408-7763) uses Head No. 231920-2
(IS 408-8790) uses Head No. 231894-1(5 408-3186)
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For Feed To Wiring
Part Number 770232-1

For Feed Through Wiring
Part Number 7702331

Note: These parts are used with the insulation displacement connectors above

For drawings, technical data or samples. contact your AMP sales engmeer or call the AMP Product Information Center: 1-800-522-8752.
Dimensions are in inches and millimeters unless otherwise specified. Values in brackets are melric equivalents.

Specifications subject to change. Gonsult AMP for latest specifications



