Connectors

0.6mm FH and GIGA

‘ (atalog
Fine Pitch SMT Stacking Connectors 889092

(Paraliz! Board-to-Board) Revised 2-99

0.6mm Free Height Standard Bridge Plugs, 0.6 [.024] Pitch

4H (4mm), 6H {6mm) and o e Fasition
gH (8mm) Double Row s o
Stacking Heights

280 Positions 112

1.0
[677) — |

[.443]
Materlal and Finish:

Housing — High lemperature
thermaolastic, 94V-0 ratec )
Contacts  Coppor alloy; duplex plal- 87 ‘
ed 0.00020 [.0000081 min. gold on con- y

tacl area, 0.00100 [000038] mir. lin-
Ieadt on solder area, with entire contact
underplated €.00130 .000051] min.

nickel

Related Product Data:
Performance Characteristics —
page 12

Stacking Height Combinations —
page 13

Mating Receptacles —

pages 15 & 19

PC Board Layout — page 25

Technical Documents

{Page 70):
AMP Product Specification
108-5468
g
A |
|
1
Stacking Dimensions  Fart N:';nebers i
Height A B Packaged) 1 L
545 3.45
aH e %3 1-353284.0 MJJ
7.45 5.45
8H e 15 1-3531340
.0
9.45 .45 - R
8H 37z 393 1-353135-0 [.238]
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