ANMP

Backshell Kits

With Squeeze-to-Release
Latches

Malerial and Finish
Backshells—Steel, platzd 0 005 min
bright tin-lead over 0.0025 min. copper
Spring Latches -Stainless Sieel

$pring Latch Covers—UL 94V-0
raed, ABS/PC al vy, black

With Jackscrew Fastener

Material and Finish
Backshells—Stzel, plaled 0.005 min.
brigrt tin-lead gver 0.0025 min. copper
Jackserews—Stes!, plated biue chro-
male over zing

Jackscrew Head—ABS/PC black

Jackscrew Covers—UL 94V-( rated,
ABS/PC alluy black

Note: Recommaended wire
size—0.05 117 [30 AWG], insulation
diametzr range- 0.56-0.64

Wire must be approved hy AMP
Engincerng.

CHAMP 0.8mmt High Density
Interconnection System

Catalog 65972

Revised 11-98

0.8mm Backshell Kits (For Standard Cabie Cannectors)
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Connector shown for
ilustration purposes only

N o Part Nos.
0. of imensions _
Positio Bulk Kits
ositions A B c (160 Assemblies)
36 30.40 189186 10.00 7872311
50 36.00 24.75 11.00 7871331
58 43.20 31.95 11.22 787229-1
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Connector shown for
iliuatration purposes only

No. of Di i Part Nos.
0. O imensions L
Positi Bulk Kits
sitiong A B c {100 Assemblies)
36 30.40 1915 10.00 7R7235-1
50 3G.00 2475 11.00 7872331
6B 43.20 31985 11.22 7871911

For drawings, technical data or samples, contact your AMP sa es enginesr or cal e AMP Procuct ifarmation Center: 1-800-622-6752.

Dimensions are millimeters unless otherwise specified. Specif-cations subjaed te change Consult AMP fer Istest specifications
www.amp.com



