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CHAMP Interconnection System
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Electronics

Material and Finish
Housing — Thermoplastic (black)

Terminals — Selectively plated gold
over nicke! plated high strength copper

alloy, tin plated tails

EMI Shiefd — Nickel plated die casting
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Shielded CHAMP Vertical Mount PCB Connectors

Bail Lock

Screw Lock
No. of Tine Screw Lock Bail Lock Board Lock
Positions Length 6-32 Hole 4-40 Hole w/Bail Lock
24 A 554501-11 — —
36 212 — 554145-4 —
50 e - - 406874-12

[4.29]
.595
[15.12) Max-
472
i “W-
Bail Clip [11.99]
2 Required >/-\ Receptacle
Housing
Shield
.070
A59 [1.78]
[4.04]7 Y ] S ]
i | ¥
LK 093 o
125 Dia. L [2.36]
[3.18] Ref. 470 £.007
620 [11.94 £0.18)
[15.70]
Standard

86

1 Can be used with Interface Bus Applications per IEEE-488.

2 See view A.

Recommended Panel Cutout for Preassembled and
Metric Application per IEEE-488 (Rear Panel Mount Only)
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Positions A B C A B c || 4702007 | |
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52.96  62.94  3.20 58.83 6294  3.20 View A
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1 For IEEE-488 Metric Applications Dimension—B = 2.036 [51.71] (Screw

Lock Only), C = .192 [4.88].
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Dimensions are in inches and
millimeters unless otherwise

specified. Values in brackets

are metric equivalents.

to change.

Dimensions are shown for
reference purposes only.
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