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Closed Top Entry

Material and Finish;

Housing—Black thermoplastic,
94V-0 rated

Receptacle Contacis—Phosphor
tronze, duplex plated as foliows:
A—0.00020 .000008] min. golc on
contact area, 0.00100 _C0003E] min.
lin-lead on sclder area, with entirz
gontact underplated 0.00130
[.000051" min. nigket

B—0.00075 [.000030] min. gold on
contact area, 0.00100 [.000038] min.
in-lead on soldar ared, with entire
contact underalated 0.30130
1.000051] min. nickel

Related Produci Data:
Mateabls Headers—opages 4,5, 9
and 10

Performance Specifications—
page 20

Technical Documents {page 20):

AMP Product Specification
108-523€
Packaging Method—Tray

Receptacle Assemblies, Doubie Row, Vertical Mount
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Recommended PC Board Hole Layout
* Hole centerline tc be 2.0+0.08 [.08+.003]: tolerances
not ta accumulate within one connactor pattem
Di i Receptacle Assembly Part Numbers
No. cf imenslons Lead Length L= 1.2 [.05]"" Lead Length L = 2,6 [.10]**
Positions a Contact Plating Contact Plating
Duplex A Duplex B Duplex A Duplex B
4.0 20 . _ _
4 16 ‘o8 — 2-176135-5 1-176135-3 B
8.0 4.0
— - - - - -176135 8
A L] 04 18 5-17€133-5 ?1761352 [ !
8.0 6.0 ) - ] }
8 a1 4 — — 1-176136-4 3-176135-8
10.¢ 8.0 _ _ } . o
12 g a1 176135-3 1-176135-5 N
12 1i70 1290 17€135-4 2-176135-8 1-176135-6 4-176135-0
14 e 1240 176135:5 21761359 1-476135-7 41761351
16.0 14.¢ i . }
16 63 55 — 73717613570 1-176135-8 4-176135-2
18.0 16.0
— — - - - 35-3
18 ey &3 1-176135-9 417635 .
20 29'0 18.0 —_ 2-176135-0 4-176135-4
79 71

**1.2 [.05] lead length for use with 0.3 [.01] max. thick PC boards;
7.6 [.10] lead length far use with 1.6 ".062] trick PC boards.

Dinesions are shown for reference
purpgses only. Jugtomer drawings are
aveilable upon reguest,

Dimensions are in miilimeters and incnes
unless specified atherwise. Yalues in brackets
are equ valent U.§. customary urits. Chart
dimensiors are in milimete-s over inches.

For drawings. technical data or samples.
centael your AVIP saleg enginesr or call
tha AMP Product Intormation Center:
1-800-522-6752.

Soecifications subjectic charge.
Cansult AMP Incorporated for latest
spacifizations.



