t‘lca AMPLIMITE Subminiature D Type Connectors AMP

Electronics AMPLIMITE .050 Series Cable Assemblies, Series Il

To meet Standard
Applications the following
106 ohm, black jacketed
cable assemblies are
available. For AMPLIMITE

v 2
'g E .050 Series cable assemblies
[ that meet other impedance
2 P requirements or other
Qv lengths consult
Ee Tyco Electronics.
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% L SCS1-2 SCSi-1 to 5CSI-2
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RS-232 (Alternate) RS-232 {Alternate)
to R5-232

IP1-2 and HIPP}
. Part Numbers
Application Assembly 2 Feet 2 Meters 3 Meters
50 pos. .050 Series Plug to R . .
SCEl-2 50 pos. .050 Series Plug 750254-1 750254-2 750254-3
. 68 pos. .050 Series Plug to ~ : -
SCSI-2 68 pos. .050 Series Plug 750732-3 750732-2 750732-4
SCSI-1 to 50 pos. CHAMP Conn., to
SCSI-2 50 pos. .050 Series Plug 750342-3 750342-5 -
RS-232 26 pos. .050 Series Plug to R R -
(Alternate) 26 pos. .050 Series Plug 750255-1 750255-2 7502553
RS-232 to Std. 25 pos. AMPLIMITE Plug to o
RS-232 Alt. 96 pos. .050 Series Plug 7502571 750257-2
Part Numbers
Applicat| A bi
ppiication ssembly 5 Meters 15 Meters 25 Meters
IPI-2 and 100 pos. .050 Series Plug to . 3 .
HIPPI 100 pos. .050 Series Plug 749755-2 749755-3 749755-4

*This version has spring latches. Consult Tyco Electronics for availability of jackscrew version.

Note: .050 centerline ribbon cable assemblies are available in single or double ended versions. These assemblies
are made using AMPLIMITE .050 Series panel mount connectors, AMPLIMITE .050 Series all-plastic
connectors and AMP-LATCH Novo receptacles. Consult Tyce Electronics.

SCSI—Small Computer Systems Interface

HIPPI—High Performance Parallel Interface

IPl—Intelligent Peripheral Interface
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