AMP* TERMI-POINT*
TOOL AND CLIP

AMP INCORPORATED
Harrisburg. Pa. 17105 SELECTION DATA

RELEASED | 7 -1- 87

t. INTRODUCTION

The following information is used to determine the preper tool, mandrel and clip for the AMP post and the
wire being used, After post size, wire size and insulation diameter range have been established, select the
desired tool and mandrel. Then, select the proper clip for the post, wire, and tool mandrel combination.
The clips and mandrels are color-coded to visually check component compatibility {i.e., red clip — red
mandrel, orange clip — orange mandrel, etc.}.

NOTE: For wire, clip, and tooling combinations other than those flisted, contact AMP Incorporated,
P.O. Box 3608 Harrisburg, Pennsyfvania 17105-3608.

AMP POST SIZE .031- X .062-IN. SYSTEM

PNEUMATIC TOOL NO. 695227
WIRE SIZE 2800 PER MANDREL
SOLID OR 'g&'_’;ﬁﬁg: MANDREL CLIP NUMBER [ REEL AND CLIP
STRANDED {INGHES) NUMBER Tin Gold Tin-Nickel COLOR
(7 STR)® Plated Plated Plated CODE
039-.049 696597
2 045059 696531 4-330495-2 43304959 6-330495-8 ORANGE
055,065 1-69650-0
033-.049 696598
24 045- 059 69659 2-330495-1 2-330495-2 6-330495-4 RED
085,065 1-69659-1
028-.039 1-69659.5
%6 033-.049 696509 13304953 1-330495-8 8.330405-4 BROWN
045059 596593
-024-.039 1696598
28 o s 33304955 9-330495-6 8-330495-8 BLACK

TOOL NOW DBSOLETE (REPLACED BY TOOL NO. 596865-2 AND 59866-7) BUT LISTED PARTS MAY STILL BE PURCHASED.

PNEUMATIC TOOL NO. 265575-1*% AND 266680-111**
WIRE SIZE [zsoo PER MANDREL
SOLID OR 'D".iuhffé': MANDREL CLIP NUMBER REEL AND CLIP
STRANDED {NGHES) NUMBER Tin Gold Tin-Nickel COLOR
(7 STR)® Plated Plated Plated CODE
039-.049 265070-1
22 045,059 265070-2 4-330495-2 4-330495-9 6-330495-8 ORANGE
.055-.065 265070-3
033-.049 265070-4
24 045,059 265070 5 2-330495-1 23304952 63304954 RED
0665066 266070-6
028049 265070-7
2 e e 1.330495-3 1.330495-8 §-330495-4 BROWN
074-.039 265070-9
28 e e 3-330495 5 9-330495-6 8-330495-8 BLACK

11 USED WITH SEMI-AUTOMATIC MACHINE.

**TOOLS NOW OBSOLETE {REPLACED BY TOOL NO. 55028-2 AND 58828-7) BUT LISTED PARTS MAY STILL BE PURCHASED.

» AMP RECOMMENDS WIRE TYPE E, £E, OR ET FOR 031 X .062 IN., TYPE ET ONLY FOR .022 X 036 IN., CONFORMING TO MIL-W-16878: INSULATION SHOULD BE
EXTRUDED STYLE.
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AMP POST SIZE .031- X .062-IN. SYSTEM (CONT'D)

£ 54 30L03108d L2,

PNEUMATIC TOOL NO. 53865-2"*, 53066-7, 59928-2**, 53928-7, AND 581171
WIRE SIZE 2800 F'EFI] MANDREL
SOLID OR 'g"i”'&‘fh'lg': MANDREL CLIP NUMBER REEL AND CLIP
STRANDED uricuss; NUMSBER Tin Gold Tin-Nickel COLOR
{7 STR)® Plated Plated Plated CODE
22 (036,065 311078-1 4-330495-2 4-330496-9 6-330495-8 ORANG:
24 .034-.065 311078-2 2-330495-1 2-330406-2 6-330495-4 RED
26 .030-.055 311078-3 1-330495-3 1-330495-8 8-330495-4 BROWN
28 .022- 038 3110784 3-330495-5 9.330495-6 8-330495-8 BLACK
*+TQOOL NO. 59865-2 AND 59978-2 MAY BE USED ONLY WITH WIRE SIZES 2428,
MANUAL SERVICE TOOL NO. 59526-2
WIRE SIZE [1000 PER MANDREL
SOLID OR 'D“'Iiu':mgz MANDREL CUIP NUMBER REEL AND CLIP
STRANDED HI\:ICHESl NUMBER Tin Gold Tin-Nickel COLOR
{7 STR)* Plated Plated Plated CODE
.039-.045 69551-8
2 A 085 e 114 6-330495-1 £-330495-2 $-330405-7 ORANGE
033-.045 69551-9
2 045-.065 1-69411-3 53304953 1-330496-9 6-3304%-3 RED
028-.045 69551-6
26 045 055 Tes4118 5-330495-5 93304958 8-330495-6 BROWN
28 .024-.045 BO551-5 53304959 330495-3 9-330495-0 BLACK
MANUAL SERVICE TOOL NO. §9525-11
WIRE SIZE [40 STRIPS MANDREL
IP N
SOLID GR gi”'::;g: MARNDREL cL UMBER 25 EACH AND CLIP
STRANDED uricmsn NUMBER Tin Gold Tin-Nickel COLOR
(7 STR})® Plated Plated Plated CODE
,039-.045 59551-8
22 45 055 VIR 4-330495-4 5-330495-1 6-330495-9 ORANGE
033045 £9551-9
. 4-
24 04065 E94113 2-330495-4 330495-8 330455-4 RED
.028-.045 £9551-6
26 45 055 634119 1-330495-5 9-330485-9 8-330495-5 BROWN
8 .024-.045 £9551-5 3-330495-7 330495-1 8-330495-9 BLACK

t TOOL NOW OBSOLETE, BUT CLIPS MAY STILL BE PURCHASED ALONG WITH LISTED MANDRELS: TCOL MAY BE CONVERTED TG TQOL NO, 695262 BY

ORDERING CLIP REEL HOLDER P/N 265336-1 AND LOADING TOCL P/N 241477-3.

AUTCMATIC WIRING — .031 X .062 IN.

WIRE SIZE MANDREL NUMBERTt FOR CLIP NUMBER 100,000 PER MANDREL
SOLD OR AMP M-TACT* MACHINE REEL AND CLIP
STRANDED TERMINATING UNIT Tin Gold Tin-Nickel COLOR
(7 STR)* NO. 266266-_ Plated Platad Plated CODE
24 265840-6 2-330495-6 4-330495-7 6-330495-6 RED
26 265840-7 1-330495-7 330495-2 8-330495-7 BROWN
28 265840-8 3-330495-9 9-330495-7 9-330495-1 BLACK
1t EOR ADDITIONAL TOOLING INFORMATION, REFER TO AMP PUBLICATION CM 2586 {AMP M-TACT MACHINE]}.
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AMP POST SIZE .022- X .036-IN, SYSTEM+

< MANUAL SERVICE TOOL NO. 69535 AND PNEUMATIC TOOL 26516121
- ‘g")‘:_f:g: INSULATION MANDREL CLIP NUMBER zsg%:f“ MANDREL
DIA. RANGE INSERT = COLOR
STRANDED (INCHES) NUMBER Tin Gold Tin-Nickel CODE
(7 STR)* Plated Plated Plated
) 695451 BLACK
30 .018-.029 £9545-3 3-67042-4 57042-2 67042-1 WHITE
32 69545-2 GRAY
T PNEUMATIC TOOL NQ. 265181-2 NOW OBSOLETE; REPLACED BY TOOL NO. 53665-1.
PNEUMATIC TOOL NO. 53666-1, 53928-1, 58118-1, AND 58119-1
\gc‘;:.fns:)z: INSULATION MANDREL CLIP NUMBER [zsgt:sgfn MANDREL
DIA. RANGE INSERT - — COLOR
STRANDED (INCHES) NUMBER Tin Gold Tin-Nicksel CODE
(7 STR)® Plated Plated Plated
28 59996-1 BLACK
30 .018-.029 59098-2 3-67042-4 67042-2 670421 WHITE
32 59998 3 GRAY

PNEUMATIC TOOL NO. 265560-1°* AND -2** (USED WITH SEMI-AUTOMATIC MACHINE) AND -3¢ (MANUAL TOOL)
WIRE SIZE INSULATION MANDREL CLIP NUMBER [2500 PER MANDREL
SOLID OR REEL

DIA. RANGE INSERT T COLOR
STRANDED {INCHES) NUMBER Tin Gold Tin-Nickel CODE
{7 STR)® Plated Plated Plated
28 p0545-3 BLACK
30 018-.029 695459 3-67042-4 67042-2 67042-1 WHITE
2 1.60545-2 GRAY
** NOW OBSOLETE (REPLACED BY 53928-1)
+ NOW OBSOLETE IREPLACELD BY 53865-1)
LISTED PARTS MAY STILL BE PURCHASED.
MANUAL SERVICE TOOL NO. 69535-17
WIRE ng INSULATION MANDREL CLIP NUMBER mge‘;'ﬁ_“ MANDREL
SoLi OR DIA. RANGE INSERT i . RE:L J COLOR
STRANDED (INCHES) NUMBER Tin Gold Tin-Nickei CODE
(7 STR)® Platad Plated Plated
78 595451 BLACK
30 018-.029 595453 1 670426 1.67042-6 1.67042-7 WHITE
2 535462 GRAY

t TOOL NOW QBSOLETE, BUT CLIPS MAY STILL BE PURCHASED ALONG WITH LISTED MANDRELS: TOOL MAY BE CONVERTED TO TOOL NO. 69535 BY
DRDERING CLIP REEL HOLDER P/N 266836-1 AND LOADING TOOL P/N 241477-3.

AUTOMATIC WIRING — .022 X 036 IN.
WIRE SIZE MANDREL NUMBER'! FOR 100.000 PER
SOLID OR AMP M-TACT MACHINE CLIP NUMBER REEL MQS&H:L
STRANDED TERMINATING UNIT Tin Gold Fin-Nickel ~ODE
b (7 sTR)® NO. 2659465-6 Plated Plated Plated
25 265841-1 BLACK
= = 3-67042-5 670427 67042-6 et
1t fFOR ADDITIONAL TOOLING INFORMATION, REFER TO AMP PUBLICATIONS GP I738-1 AND C.M 2685 (FOR AMP M-TACT MACHINE]. *
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AMP:POST SIZE* 0317 X .093IN. SYSTEM-

PNEUMATIC TOOL NO. 69585-1
WIRE SIZE [moo PER] MANDREL
SOLID OR ';iu':;ﬂg: MANDREL CLIP NO. REEL AND CLIP
STRANDED (II'GCHESl NUMBER Unelated Flectro-Tin COLOR
{7 STR) P Plated CODE
056-.065 695426
20 066-.075 69542 2-330854-3 2.330854-6 YELLOW
.076-.085 696421
056066 695428
24 .066-.075 695425 3.330854-2 2.330854-9 RED
076-.085 696423
PNEUMATIC TOOL NO. 53865-3 AND 539283
WIRE SIZE 1000 PER] MANDREL
SOLID OR 'E:SAU:AT;%: MANDREL CLIP NO. REEL AND CLIP
STRANDED UINGHES) NUMBER Urotated Electro-Tin COLOR
{7 STR} e Plated CODE
20 036-.065 311079-1 2-330854-3 2-330854-6 YELLOW
24 034-.065 3110792 3-330854-2 2-330854-0 RED
STRIF FED MANUAL SERVICE TOOL NO. 69702
WIRE SIZE [40 STRIPS MANDREL
SOLID OR 'DN.SA”'AT.\'.%': MANDREL CLIP NO. 25 EACH AND CLIP
STRANDED INGHES! NUMBER Electro-Tin COLOR
(7 STRI Plated CODE
046-.065 69561
2 066,085 595611 2-330854-4 YELLOW
24 055065 59E61-4 23308541 AED
RELATED TOOLING
PULL TEST TOOL
INDICATOR TERMI-TWIST* POST
NUMBER T;S:OT:ISSE RING SYSTEM REPLACEMENT TOOL
COLOR NUMBER POST SIZE
£9358-2 2,25 YELLOW 031 X .062 IN. 266831-3 031 X .062 IN.
69358-6 0.50 GREEN 022 X 036 IN. 2658311 022 X 036 IN.
693585 2.25 YELLOW 031 X 093 IN. 695142 031 X .093 IN.
CLIP EXTRACTION TOOL
NUMBER TYPE SYSTEM
EXTRACTION
633673 AND POSITIONING 031 X .062 IN.
59445 CAPTIVE
EXTRACTION
69357-5 AND POSITIONING 022 X .036 IN.

PAGE 4 OF 4

GP 1935




