Box 0.75 [1.91] and .100 [2.54]
tqca Centerline Connectors ANIP

Electronics Replacement Gontacts — MIL-G-55302 Qualified
Ptating Code Pin Contacts Piating AMP
Contacts are plated in vari- c‘:"e ::2:2:
ous thicknesses. These [———————— 585 [15.11] ————————— 5 202947'3
thicknesses are coded in : - -
the charts as follows: |/ e g e o)
1. — .000030 [0.00076] gold in : For Straddle Mount Pin Headers
the contact area, .000100
[0.00254] tin-lead on the tail Receptacle Contacts Piating AMP
over 000050 [0.00127] nickel Code Part No.
on the entire contact. ) L Max 3 202946-1
2, — .000050 [0.00127] gold in iy 4 202946-7
the contact area, .000100 O
[0.00254] tin-lead on the tail = R
over ‘0000_50 [0.00127] nickel 014 X .019 {0.36 x 0.48] AMF Part No. o
on the entire contact. Channei Contact Plating — o v 3-How
3. — .000030 [0.00076] gold in Code  connectors Connectors ~ +~
the contact area, 000100 g 235 [5.97] 5 2020467 2029465
{000254] tin-lead on the Fall 180 [4.08]— 6 202946-1 202946-2
over .000030 [0.00076] nickel 085 [2.15) —L4—w 030
on the entire contact ‘088 (2161 [6.7€) L Length Equals .540 Max. for
: 025 [0.64} ——»] |4— o 2-Row .819 Max for 3-Row

4. — 000050 [0.00127] gold e K}
over 000030 [0.00076] nickel. COOJ oI O
5. — .000050 [0.00127] gold in 050 [1.27] Rel. =+ | T Plating MIL- AMP
the contact area, .000100 805 — |- _p40[1.02] Code  PartNo.  Part No. .
[0.00254] tin-lead on the tail [15.37) Hax- 5 — —
over .000030 [0.00076] nickel 6 _ —
cn the entire contact. Solder Eyelet Contact

7 M55302/32-01 583218-3
6. — .000030 [0.00076] gold in (Max. Wire Slze, 26 AWG [0.15mm])
the contact area, in accordance For 2-Row Only
with MIL-C-55302, 000100 k—k 11';11571 Max.
[ 00254] tin-lead on the tails ) '
ovar 000030 [0.00076] nickel Péat":ns PArQ":
cn the entire contact. - - S Z e 5:345:'_4
7. — 000050 [0.00127] gold in
the contact area. in accordance 010 x .020 [0.25 x 0.51] 5 1-583452-9

with MIL-C-55302 000100 Posted Contact!

[C.00254] tin-lead on tails over 11.010 x 020 [0.25 x 0.6 od .
000050 [0.00127] nickel on the ex-te:'nd;r.asse[m'blie:. .61] posted contacts are used as raplacemant contacts in card

entire contact.

Contact Extraction

Pin Contacls Posted Receptacle Contacls
Extraction Tool

Part Number 91156-1

Receptacle Contacts 5
Extractien Tool E_,_;:, d Ly 3 T ,.Et ,/-—;Jg-‘d =
- L

Part Number 91035-1

L Max. —-| - L Max. .‘

Military Part Number
M81969/3-01
Wrap-Type Contact for Rack Mounting Wrap-Type Contact for PC Mounting
Double Latch .025 x .025 [0.64 x 0.64] Post Single Latch .022 x .027 [0.56 x 0.69] Post

Posted Receptacle Contacls N bi For Rack Mount (Double Latch) For PC Mount (Single Latch)

Contact for Rack Mounting Termirations L Plating Code 3 Plating Code 4 Plating Gode 3 Plating Code 4

Extraction Tool Part No. MIL-Part No. Part No. Part No. MIL-Part No. Part No.

Part Number 1-265871-7 ) 795

(Extraction Tool Instruction sheet 1 High 20.0 4466296 MB55302/32-05 1-446629-4 — M55302/32-02  2-583812-6

408-2636) 2 High 2'25256 4466299 MS55302/32-06  1-446629-6 — M55302/32-03  2-583812-8
Contact tar PC Board :

No toot nesdad — After de-soldering, BHigh  MI15 14466202 MS52/9207 1-4466208 5838129  MS530232-04  3-583812:0

extract by pressing on post end of -

contact.
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