AMP AMPOWER Catalog 82271
Wave Crimp System Revised 6-97

Material and Finish Cahble to Cahle Plug Connector w/8 Signal Lines

Housing  ULS4Y D rated
Ih2rmap astic, black

Contact— Copper alloy

siver plated
All aver nickel base plae
Males with:
Self-Aligning raczptacle, 4.49 2
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Conductor #4 , Conductor #2 \\
Conductar #3  Condugtor #1

4 Cabie w/8 Signal Lines

tiousing . 765241-1
Strain Reliet 765242-1
Transition Assembly 765245-1

Service loop suggesled, wnen float mount strain relief
used {not shown].

‘Polarizing slots, 2 places.

‘Custom signal medule assemblies available with power
assemblies,

Self-Aligning Right Angle Connector w/4B Signal Lines

4.77
[122]

Material and Finish

Housing — UL94V-0 raed g Hrma: e W
trermap?aslm.b\atk @IK = fE = @ }m
Contact— Copper alloy 17 N
silver an mating interface
Tin-lead un edcer solde tils.
All ovar nickel base plate.
Signal contact gold plate.
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Flgating Receptacle Plug Header

Product Facts

W 3ight angle header for 06" - 12"
PWB thickness

8 DC contacts

45 sigal contects

3 possible levels of sequencing
Blind mate with 18" otal mismate

A
“— Header Assembly

alignment PN 76500C-1
| Polarization . Sice Vi
o '- Receptacle Asacmby ice View
| ] Mechcjmca\ PWB fastners ‘ P b e
| Diop-in-place custom zssemblies )5/// wWith Custom Cables st ;ﬁe" ¥
Standard ¢ T8 [55.9)
Wave Salder N Customer i .
Termination Supplied
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Far design assistance call Advanced 093 L 1885+ 015
Catle Systems — Phoenix, AZ "Polarizing rib, 2 places. [p4] — [4.0 +3.4)
1-602-581-5700 *Folarizing slot, 2 places. Max. Thk. Butkhead

For drawings. technical data ar samples, nontzet yanr AP sales enginear or call the AMP Product Informetion Senter :-80C-522-6752.
Dimensions are in inches and rillimetars unless oterw se specified. Values in brackets are metric equivalents.
Specilications sJbject to change. Sonsutt AMP Incorporated for falest spesif cationa



