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Material and Finish
Housing— ULYLY-0) rated
therroplestic, Hack

Contact— Copperal oy
Silver on mating interface

Tin-lead on salcer fzils,
ALL over nicksl bese plae.
Signal contact gold plate

For design assistance call Advanced
Cahle Systems — Phoenix, AZ
1-602-581-5700
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Typical Foer All Vertical Headers
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4 Cahle Header w/21 Signal Lines®®

Typical For All Vertical Haaders

- Tail Z Cable 4 Cable 3 Cable Header 4 Cable Header
Type Header Header 8 Signal Lines® 21 Signal Lines®
S22 Sulder 766527-1 765208-1 765249-1 7652651
Joe  Soder 7665072 765008-2 765249-2 765265-2
226 Sclder 765527-0 765208-3 7862403 7652653
apg  Meton b 758527-5 7652085 765249-5 7652655
S22 Sgder 765527-6° 755206:6° 7652407 765265 6
56 Solder 7655277 765206-7" 7652402 76556570
52723. S.‘}EF* 765527-8" 765206-8° 765249-9° 765265-5°

'Mounting holes offset from centerine of part 030 [.76].

"Recommended mounting nerdware, 2 #4-40, screws and nuls ur, 2 eyelets AMP part number 748572-2,
custamer supglied.

*High temperature material.

‘Polarizing slot, 2 places.

*Matas with MINI-TANDEM contact, AMP pan number 530553-x. Reference Catalog 82055.

“Signal pina rot shown for clarity.

"ACTION PIN is a trademark.

For drawings, technicel cata or sampies. contact your AMP sales engineer or call the AMP Product Information Genter 1-800-522 6752
Dimensios ars in inches and m llimeters unless othanyise specified. Yalues i1 trackels are metric equivilents,
Speafications suaject to change. Consult AN P Incorparated far latest specifications



