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TABLE 1 TABLE 11
SHELL |MAX A B 2 v
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N stze (6| URIFIED THD | D12 | vax | max | Max size| 010 DIA Cro 3] MAX | MAX | MAX | Max | Max | Max
TYPE I ‘ ,38]
ST | 82 | 116 .20 550 376 (5,561 | 530 | .35
1 1osL 05 1625-24 UNEF 153 19 1p0,81029,51030,5 04 t6,351(.370 9,39 |r13,97134,3] VA | N/A | N/A | N/A | N/A
- L04| .86 | L.i8| L27 3lo [.438 C11,1371] .612 | 1.41
14 148 06 +750-20 UNEF 1ro0 4111, 81(030,01032, 3 05 |t7,921|.432 [10,971|r15,54135,8] /A | N/A | N/A | N/A | N/A
B Lez| .93 | 120 1.33 575 501 C12, 73 .675 | 1.47] .77 | .93 | 1.19| 1.16 | .80
16 | 16, 168 08 1875720 UNEF |51 "051 23,670 30,5]033, 8 06 lt9,521].495 t12.571t17,143037, 31019, 61123, 61030, 21029, 511 20, 31
- 1.35].95 | 1.62] 1.39 437 |.563 [14, 311 .737 | 1.53] .80 | .95 | 1.38 L.22] .92
18 18 10 1.000-20 UNEF 347511 o5, 11031, 01035, 3 07 |t11,091.556 [14.121|r18,717C38, 91r20, 31(24,1135,11C31,0]|(23, 4
- 1 47] 1.04 | 1.25] 1.45 500 [.626 [15,911] .800 | 1.60] .80 | .95 | 1.38| 1.22| .92
20 20 12 1.125-18 UNEFI 37 %1126, 41031, 81036, 8 08 |r1p,701.619 [15.721|r20,32]C40,61020,3](24,1135,11C31,0][(23, 4
160 1.06 [ 1.27] L.52 1675 [.752 [19,11] .925 [ 1.72| .84 | .00 ] Lol | 1.35| L.i8
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L7021 1.05 [ 1.29] 1.58 750 |.677 Ce2, 28] 1.050 | 1.84] .86 | Lol | 1.63| 1.40] 1.35
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NOTES: [44,45]1.863 [47,32052,07]C72,21030,01/[39,1](67,8](52,1] [64,0
1. ALL DIMENSIONS ARE IN INCHES [MILLIMETERSI.
2. SEE CH00-0250-008 FOR ORDERING INFORMATION, MODIFICATIONS AND ADDITIONAL DIMENSIONS.
SEE DRAWING 925078 FOR DETAIL ON TINEL-LOCK RING. RINGS ARE DESIGNED TO BE HEATED ELECTRICALLY OR WITH A HOT AIR GUN.
ALL RINGS ARE MARKED WITH THERMOCROMIC PAINT WHICH CHANGES COLOR WHEN INSTALLATION TEMPERATURE IS REACHED.
4. ADAPTER TO BE PERMANENTLY MARKED WITH CODE IDENT. NO. AND PART NO. LESS RING DESIGNATOR (E.G.: 06090-TXR64ABO0O-1406).
RINGS SHALL BEAR NO MARKING.
S. CONSULT FACTORY FOR OPTIONAL ENTRIES, MATERIALS, MODIFICATIONS, FINISHES AND BRAID DESIGNATORS.
FOR LARGER ENTRY SIZES, A 2 PIECE ADAPTER (TYPE II> IS SUPPLIED.
7. THIS PRODUCT IS DESIGNED TO TERMINATE A BRAIDED CABLE SHIELD AND
A HEAT SHRINKABLE LIPPED BOOT TO A CONNECTOR. t"cn Tyco Electronics Corporation
300 Constitution Drive Raychem
ADAPTER MATES TO: VEAM “CIR® SERIES CONNECTORS, LESS ENDBELL. ———————— | lenlo Park. CA. 94025 U.S.A
Electronics A oA
ANTI-ROTATIONAL SET SCREW, 3 THREADED HOLES 120°+5° APART, SINGLE
MATING SET SCREW SUPPLIED. NOT REQUIRED FOR TYPE 11 ADAPTERS. TITLE
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