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Micro-Strip Cable Assemblies Revised 5-96
Material and Finish - L —
Housing—Black, high-lemperature, HE -\ b@—_
thermoplastic, flame retardent B i Ral
Ground Bus Bar—Brass with
0.00076 [.000030] gold over 0.00076 H
[.000030] nickel in contact area
Signal Pins—FPhosphor bronze with [HE|
0.00076 [.000030] minimum gold over
{1.00076 [.000030] nickel in contact
area H
Cable Insulation Material—FEP or J
equivalent ] ELE
- —
Cable Conductor—31.5 AWG silver ‘ﬁ@d = |
plated copper
Related Product [ata % %
Performance Characteristics—
page 8
Mating Receptacles— pages 34
Techn?cal Dn'::umems—p g 88 Cable Assembly Signal Dimensian Length Identifier
i pag Part Number Positions A Inches Metric (mm) Dash Number
Electrical Test Data—pages 6-7 42 .06
621189 38 . 3 76 XXXXXX-1
[1.656]
4 102 XXXXKX-2
54.76
621190 52 [2.156) 5 127 KO-
67.46 5 152 XXXRKK-4
621191 72
[2.656} 7 178 XXXXXX-5
621192 88 80 16 203 5
[3.156] 8 AREXXK-
92.86 9 228 XXKRKX-T
621193 108 [3.656] 10 254 ———
11 279 XXXKHN-G
Exarmple: A 1219 mm [48.0"] long 72 signal position . )
cable assembly is part number 1-621181-8 12 305 12000000
15 381 1-xxxxxx-1
18 457 1-XXXXxX-2
21 533 1-Xxxxxx-3
24 610 1-xxxxxx-4
30 762 1-Xx%XX%-5
36 914 13X x%-6
42 1,067 1-XaXXxK-7
48 1,218 1-XXXHKX-8
50 1,524 1-X%XXXx-9
72 1,829 2-xxxxxx-0
84 2,134 2-XXXRXK-1
96 2,438 2-XXXAAX-2
108 2.743 2-XXXXXX-3
120 3,048 2-%%xx%%-4

Custom lengths and configuralions are available

upch request.

For drawings, technical data or samples, contact your AMP sales engineer or call the AMP Product [nformation Center: 1-800-522-6752.
Dimensions are in millimeters and inches nless otherwise specified. Valugs in brackets are equivalent U.S. customary units
Chart dimensions are in millimeters aver inches. Specifications subject to change. Consult AMP for latest specifications



