tyco / Electronics Telecom-, Signal- and RF Relays Ax’com
FT2 / FU2 Relay
Coil Data (values at 23 °C) Ordering Information
Nominal Operate/set voltage range Release/ Coll Coil Relay Tyco part
voltage reset voltage power Resistance code number
Unom Minimum
Minimum Maximum
voltage U | voltage Umax
Vdc Vdc Vdc Vdc mW Q/+10%
THT Standard version non-latching
3 2.25 5.5 0.30 300 30 D3401 0-1462035-1
4.5 3.38 8.3 0.45 300 68 D3402 0-14620356-2
5 3.75 9.2 0.50 300 83 D3403 0-1462035-3
6 4.5 11.0 0.60 300 120 D3404 0-1462035-4
9 6.75 16.6 0.90 300 270 D3405 0-1462035-5
12 9.00 22.1 1.20 300 480 D3406 0-1462035-6
24 18.00 44.2 2.40 300 1920 D3407 0-1462035-7
48 36.00 88.3 4.80 300 7680 D3408 0-1462035-8
SMT Standard version Long Terminals non-latching
3 2.25 5.5 0.30 300 30 D3501W 0-1462036-2
4.5 3.38 8.3 0.45 300 68 D3502W 0-1462036-4
5 3.75 9.2 0.50 300 83 D3503W 0-1462036-6
6 45 11.0 0.60 300 120 D3504W 0-1462036-8
9 6.75 16.6 0.90 300 270 D3505W 1-1462036-0
12 9.00 22.1 1.20 300 480 D3506W 1-1462036-2
24 18.00 44.2 2.40 300 1920 D3507W 1-1462036-4
48 36.00 88.3 4.80 300 7680 D3508W 1-1462036-6
SMT Standard version Short Terminals non-latching
3 2.25 5.5 0.30 300 30 D3501N 0-1462036-1
4.5 3.38 8.3 0.45 300 68 D3502N 0-1462036-3
5 3.75 9.2 0.50 300 83 D3503N 0-1462036-5
6 4.5 11.0 0.60 300 120 D3504N 0-1462036-7
9 6.75 16.6 0.90 300 270 D3505N 0-1462036-9
12 9.00 22.1 1.20 300 480 D3506N 1-1462036-1
24 18.00 44.2 2.40 300 1920 D3507N 1-1462036-3
48 36.00 88.3 4.80 300 7680 D3508N 1-1462036-5

Further coil versions are available on request.

Coil Operating Range 300 mW
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u = Nominal coil voltage
nom
Umax = Upper limit of the operative range of
the coil voltage (limiting voltage) when coils are
continously energized
.= Lower limit of the operative range of
op. min.

the coil voltage (reliable operate voltage)

rel. min.

= Lower limit of the operative range of

the coil voltage (reliable release voltage)

Catalog 1308202-2
Revised 06-05

www tveoelectronice com

Dimensions are in m
and inches.
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illimeters

Dimensions are shown for
reference purpose only.
Specifications subject
to chanae

USA: 1-800-522-6752

Canada: 1-905-470-4425

Mexico: 01-800-733-8926

Cauth America: 55-11-36-11-1514

Hong Kong: 852-2735-1628

Japan; 81-44-844-8013
UK: 44-141- 810-8967

Germanv: 49-6251-13319060
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