Copper Wire Taps (continued)

Selection tnformation

AMPACT Copper Tap Selection for Wire to Ground Rodt or Solid Pin

Copper 3/8” Ground 1/2" Ground 5/8” Ground Rod or Pin 3/4” Ground Rod or Pin
Conductor Rod or Pin Rod or Pin Ground Ground Ground Ground
{kemil or Dia. Range Dia. Range Rod Rod or Pin Rod Red or Pin
AWG) .355-.375 AT75-.500 Diameter Diameter Diameter Diameter
[9.02-9.53] [12.07-12.7] 563 [14.3] 625 [15.88] .682[17.32]  .750 [19.05]
500 1-276337-4 1-276337-3 276337-9 12763372 1-276337-1 276337-1
450 2.276337-5 2-276337-4 2-276337-3 22763372  2-276337-1 1-276337-9
400 3-276337-7  3-276337-5 3-276337-3 3-276337-2  3-276337-1 2-276337-0
350 4-276337-9 4-276337-7 4-276337-5 4-276337-4  4-276337-3 2-276337-1
300 B-276337-0 5-276337-8 5.276337-6 5-276337-5  4-276337-4 2-276337-2
260 275187-4 575187-2 2.0756187-8 5-276337-6  4-276337-5 2-276337-3
4/0 2751879 275187-7 275187-1 5.276337-7  4-276337-6 276337-2
/0 1-075187-3 1-275187-1 275187-2 5-276337-6  4-276337-7 2.276337-4
2/0 12751876 1-275187-2 275187-3 5.276337.0  4.276337-8 276337-3
110 1-275187-8  1-275187-3  275187-4 6-276337-0  4-276337-9 2-276337-5
No 2 277060-1 1-275187-4 275187-5 §-276337-2  5-276337-1 276337-4
No. 4 277060-1 3.275187-5 3-275187-0 §-276337-4  5.276337-3 2-276337-8
No.6  277060-2 3-275187-7 3-275187-1 6-276337-5  5-276337-4 2-2756337-9

1Some Ground Hods have a designated or descriptive diameter that is different from the Actuai Jiameter. The Aclual Diameter must be determinec and used wilh the lup uharl Tor cor-

rect tap se'ection.

Note: AMPAGT Coppar Tap Kits, see page 2-6.




