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NOTE: THIS DUST CAP IS TO BE USED WITH "A",
1.0 MATERIALS AND FINISHES

.1 DUST CAP COUPLING NUT:

2 INTERFACIAL SEAL:
.5 INNER BODY:

4 BUTTON HEAD SCREW:

.0 RETAINING RING:

.6 SPRING WASHER:

./ FLAT WASHER:

.8 CABLE ASSEMBLY:

If this document is printed it becomes uncontrolled
Check for the latest revision

REVISIONS

LTR DESCRIPTION DATE

APPROVED

C | REVISED PER ECN# T—-20359 95AUG10

Z. TEMAN

D | REVISED PER ECN# T-21424 5/1/97

Z. TEMAN

~—o 900 MAX. ——=f

~— .6/4 MAX. —=
0. 142+.02 2X

—~— 0715

MIN. 3X (.51)

ZROZES MIN 35X

"B”, AND "C” CONNECTORS ONLY.

BECU ASTM B196 C1/7300 TIN PLATED PER MIL-T—=10727/,
OVER NICKEL PER ASTM B 6956.

SILICONE RUBBER

BRASS PER ASTM B16, TIN PLATED PER MIL-T-10727,
OVER NICKEL PER ASTM B 6956.

STAINLESS STEEL, PER ASTM FF8/9 OR FF—-5-86,
CADMIUM PLATED PER RAYCHEM ES—22266.

STAINLESS STEEL, TIN PLATED PER MIL-T-10727,
OVER NICKEL PER ASTM B 636.

BECU TIN PLATED PER MIL=T-10727
OVER NICKEL PER ASTM B 656.

/.0£.20

BECU STRIP ALLOY 172 OR 170, TIN PLATED PER MIL=T-=10727.

OVER NICKEL PER ASTM B 636.
STAINLESS STEEL , PASSIVATED

SPECIFICATION

PER QQ-P-35.
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