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REVISIONS
LTR DESCRIPTION DATE APPROVED
N\C | INITIAL RELEASE PER DCR# T-21465 5/29/97 M.HOBSON
A | REVISED PER DCR# T21661 970CT17 M.HOBSON
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1.0 REFER TO THE FOLLOWING RAYCHEM SPECIFICATION CONTROL DRAWINGS (SCD)

FOR

D—621-0911/0912

D—602—-0126
D—602—-0127

(D—600—-0032)
(D—600—-0919)

INDIVIDUAL COMPONENT DETAILS.

CONNECTOR, TRIAXIAL,
THREADED, COUPLED.

CONTACT, PIN, TWISTED PAIR

CONTACT, SOCKET, TWISTED PAIR
BRAID TERMINATOR
LOW QUTGASSING STRAIN RELIEF

2.0 CONNECTORS ARE QUALIFIED TO RAYCHEM SPECIFICATION D—6025.

5.0 TERMINATION PROCEDURE: RAYCHEM ES 61162.
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SHEET 1 FOR REVISION

TABULATION TABLE
KIT CONNECTOR |CONTACT, TWINAXIAL
DK—=621-0911—-P PLUG PIN
DK=621-0911-=S PLUG SOCKET
DK—621-0912—P JACK PIN
DK—=621-0912-S JACK SOCKET
SIZE | CODE IDENT. NO. | DWG. NO. REV
DRAWN | 7S ().
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