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MATERIALS:
MECHANICAL: ~-HOUSING - THERMOPLASTIC PET POLYESTER FLAMMABILITY RATING UL 94V-0.
-SHIELD - .010" THICK, C26800 BRASS PREPLATED WITH 30uINCH MIN SEMI-BRIGHT NICKEL.
SOLDER TABS POST DIPPED WITH 100uINCH MIN SAC SOLDER.
-MOD JACK CONTACTS - 0.0157 X 0.018" PHOSPHOR BRONZE, 50uINCH MIN OVERALL NICKEL
AA UNDERPLATE WITH SELECT S0uINCH MIN HARD GOLD FINISH PLATE. SOLDERTAILS WITH
TOOWINCH MIN MATTE TIN AND/OR SAC SOLDER DIP.
-LIGHT EMITTING DIODE(LED) - DIFFUSED EPOXY LENS, 020" X 020" CARBON STEEL WIREFRAME
LEADS PRE-PLATED WITH 80uINCH SILVER OVER 40uINCH NICKEL UNDERPLATE OVER 40uINCH
COPPER UNDERPLATE. POST-PLATED WITH 100N MIN MATTE TIN AND/OR SAC SOLDER DIP OR
D % 1_6610075_1 B PURE TIN SOLDER DIP. D
% YYWW Q RJLS JACK CAVITY CONFORMS TO FCC RULES AND REGULATIONS PART 68, SUB PART F.
mn Y CHINA
Mﬁg¥5 c“us @ MAGNETICS
~-IMPEDANCE: 100 OHMS
~ ~ ~ ~ ~ ~ _ _ ~-TURNS RATIO (CHIP.CABLE): TX =11 RX = 11
-OPEN CIRCUIT INDUCTANCE (OCL): 350uH MIN @100kHz, 0.17VRMS,
gmADC BIAS FROM 0°C TO 70°C, TX AND RX
-PERFORMANCE @ 25°C:
I E ‘ ! E : ! E S INSERTION LOSS (IL): 11dB MAX FROM 0.5MHz T0O 100MHz
— RETURN LOSS (RL): 18dR MIN FROM 0.5MHZ TO 30MHz —
18-20L0G(f/30)dB MIN FROM 30.1MMHz T0O 60MHz
12dB MIN FROM 60.1MHz TO 80MHz
CROSSTALK ATTENUATION: 35dB MIN FROM 0.5MHz TO 4L0OMHz
33-20xL0G(f/50)dB MIN FROM 40 1MHz TO 100MHz
.98 MAX — COMMON MODE REJECTION RATIO (CMRR): 30dB MIN FROM 0.5MHz T0O 100MHz
> g5 -ISOLATION VOLTAGE: COMPLIES WITH IEEE802.3 2002, PARA 23511 ITEM b.
—
| / PURT E
A CTIS AN OPTIONAL CAPACITOR. IF NO CAPACITOR, TRACE IS CONTINUOUS. SEE TABLE FOR
PRESENCE OF CAPACITOR IN DIFFERENT CONFIGURATIONS.
2 A LEDI LED2 A —— 80U MAX ———=
C TYP TYP / TYP 5. OPERATING TEMPERATURE: FROM 0° TO +70°C. C
—— ri 1092
@ LEDS WITH BUILT-IN RESISTOR
1 ‘ ‘ I 1 | | ‘ LEDS ARE DRIVEN WITH 5V VOLTAGE AND THE MAX OPERATING CURRENT IS 20mA.
\. \. ./ { LED COLOR : DOMINANT WAVELENGTH (AD): GREEN 568 nm TYP. @ VF=5V
J T T T T T F T F /L FORWARD CURRENT (IF): GREEN 12 mA TYP. @ VF=5V
. (] DOMINANT WAVELENGTH (AD): YELLOW 588 nm TYP. @ VF=5V
600 MAYX D H D H D D D H D H — 545 FORWARD CURRENT (IF): YELLOW 13 mA TYP. @ VF=5V
HHHH HH HHHHHHHH HHHHHHHH HHHHHHHH MHHHHHH% . ] 050 ﬁ INDICATED CONNECTIONS ARE FOR NIC CONFIGURATION. THE MAGNETICS ARE
T SYMMETRICAL AND SUPPORT AUTO-MDI/MDIX.
N ‘ ‘ [ \] o 1T i i ‘ TYCO ELECTRONICS LOGO, PART NUMBER, DATE CODE, COUNTRY OF ORIGIN AND AGENCY
? APPROVAL MARKING IN APPROXIMATE LOCATION SHOWN.
7% I i \J ]\/ ] ]
‘ ‘ 9. THESE PARTS IS RECOMMENDED FOR WAVE SOLDERING PROCESS, PEAK WAVE SOLDERING
RJE RJ1 TEMPERATURE IS 265°C MAX. 10 SECONDS MAX.
SORT A 03 — ccl
110 —== - 145%.010 OBSOLETE PARTS: OBSOLETE CIS STREAMLINING PER D RENAUD/D.SINISI
1 o
B B
+.015
—— - 91D 000 —
TP OF PCE
+.015
575 2000
+ 4 Oy OBSOLETE YES GREEN GREEN 68100751
YES GREEN YELLOW 5-6610075-"1
J NO GREEN GREEN 1—6610075—1
A V10 “CAPACITOR LEDT B\ LED2 B\ PART NUMBER A
1><5 SUGGESTED PANEL CUTDUT THIS DRAWING IS A CONTROLLED DOCUMENT. ::Vg VARFLA — Djé:cigz{:: ETyco Tyco Electronics Corporation
DIMENSIONS: TOLERANCES UNLESS D FAROLE EIeCtronics HO(HSburg’ oA 171057 568
INCHES PR e itéDMFTASF;gCLE B NAMwa5 MAG45(TM) MODULAR JACK, 7N2 SCHEMATIC,
1 e . 726 SERIES MAGNETIC CIRCUIT, SHIELDED, OPTIONAL
@Ei L £ 010 APPJCQE@QOO DECOUPLING CAPACITOR, WITH RESISTOR LEDS
iNZtES + 7i B . SIZE CAGE CODE | DRAWING NO RESTRICTED TO
MATERIAL A FINISH A WEIGHT B AW 00779 @':'66W 0075 L
CUSTOMER DRAWING ENTS T 1 Yo |y

AMP 4805 REV 31MAR2000



Tgi S 3 / o S

RELEASED FOR PUBLICATION -, = .

ALL RIGHTS RESERVED.

THIS DRAWING IS UNPUBLISHED.
BY TYCO ELECTRONICS CORPORATION.

@ COPYRIGHT  —

/26 SERIES MAGNE TIC CIRCUILT leﬂl

. SHIELD CMCZ%% %gwm SHIELD
</ a
6 K LA N3 6
y
ED \ D2

; h= R4 R3 h=8
2l ool reltol ] | ] B
M R A R

e s e s
: : E &
L1 =1000 pr, 2kV DECOUPLING CAPACITOR
RT-R4 = /5 OAMS 1/16W . 576 ReESISTORS

LoC

AA

DIST

REVISIONS

22 [

LTR

DESCRIPTION DATE DWN APVD

; $.042 TYP
c 4 6 %//ﬁ
b & o <

—= | —~=— 100 [YP
— |—=— (D0 [YP
—— 300 ——

PIN DESTGNATITIN

0042 (60XD

—~=— D00 (4X) —=

SEE SHEET 1 - — —

—=— 000 (320X

D en oy b & b P b & b P o & D 4 b & b |\OD
| @ b O D §§{$€><9 f% & & b ﬁ%fﬁ b & f% $ O @ ?
N a + 350
120
# + + i <:E:} //ﬁ\\\YD D1B 4 DIC <4 DID 4 DIE <:\\ +
) ; T ol el wd ™ el
‘ D1A D3A D3B D3C D3D D3E |
081 JA f VT nes D4 & D4B €5 D4C & D4D & D4E | N 2.1c6 (2X
151 ] %
- 55— = 56— - 516 | - 516 | - 525

ANODE  (+)
TYP

034 (4X) —m—f j—=-—o

. 650

c.8/0

cUbLGeSTeED PECB LAYHUT
(Component Side)

THIS DRAWING IS A CONTROLLED DOCUMENT.

DWN

17MAR2005

DIMENSIONS: TOLERANCES UNLESS
OTHERWISE SPECIFIED:

INCHES

0 PLC
1 PLC
E 2 PLC

3 PLC

4 PLC

ANGLES

HHH HH
l oo ||
g2
[0 ®)

H
|

L. VARELA — DOCK5 -"ETyco Tyco Electronics Corporation
CH[KD. FAROLE T7MARZ005 Electronics Harrisburg, PA 17105-3608
APVD 17MAR2005 | NAME
PR%bUCFTASRP(E)CLE 1X5 MAG45(TM) MODULAR JACK, 7N2 SCHEMATIC,
/26 SERIES MAGNETIC CIRCUIT, SHIELDED, OPTIONAL
108—2100

APPLICATION SPEC

DECOUPLING CAPACITOR, WITH RESISTOR LEDS
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