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MSDINC. ENGINEERING DATA SHEET
RELAY TYPE: Fc,axzno-cxgﬁ COMPUTER PART No.:9277519 | TEST PROCEDURE
SUSTOMER/SPECIFICATION: CATALOG T TEM | REV I/A MSDP- 191

TEST REQUIREMENTS
COIL CURRENT: +O4 A OPERATE TIME:1BmS WAX RELEASE TIME: BOm S MaAX
CONTACT MAKE BOUNCE: ' mMS MAX N.O. BREAX BOUNCE: NA

. CONTACT STABILIZATION TIME: 3 /A Raeo co:LJo\.nee' NSVAC 607400 HZ

CONTACT RES.: MFG TEST:®Muhclims 010 mmA FINAL TEST: 10Mllidhms DiomA
CONTACT VOLTAGE DROP: FINAL TEST: 1COmV & \0A-6 Vde

HI-POT: \250 NVerms AL PoInTS, EXCEPT 1000 N rms Coll To CASE

. INSULATION RESISTANCE: \OO MEGOHRMS MIN D ‘500 Nde .

VIBRATION: N/A )
SEAL TEST: \x\O~ & Max LEPKRATE COIL TRANSIENT SUPPRESSION: N /A
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SPECIAL INSTRUCTIONS
FIVAL TS ONLY S THERE SHAWL BE N0 ARMATURE poisE AT
- To0=60 Hz Pul— At AT
25.08-60 Hz Hown VoLTage




