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VMISD INC. ENGINEERING DATA SHEET

RELAY TYPE: FCA-410-\B24M [COMPUTER PART No.: 924454t | TEST PROCEDURE
CUSTOMER /SPECIFICATION: $41L-R. 83536 [15-024M| REV  NONE MSDP-TIS0O

TEST REQUIREMENTS
COIL RES.: 290+-10% ohms OPERATE TIME: 15mS Max RELEASE TIME: 15mS Max

CONTACT MAKE BOUNCE: 1mS Max N.O. BREAK BOUNCE: M/A : (
CONTACT STABILIZATION TIME: 2.5mS Max RATED Cowt NOUTAGE & Z& e
CONTACT RES.: MFG TEST: 8 Milliohms @ 10 mA FINAL TEST: 10 Millohms @ 10 mA

CONTACT VOLTAGE DROP: FINAL TEST: 100mVMax @ 10A -6V dc
HI-POT: 1250V ms ALL POINTS, EXCEPT 1000V rms COIL TO CASE
INSULATION RESISTANCE: 100 Megohms Min @ 500 V dc _
VIBRATION: _MIL-STD-Z20Z, METHOD 204 (206's 160300 Hz)

SEAL TEST: 1X10® Max LEAKRATE _ COIL TRANSIENT SUPPRESSION: N _IA
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KAX.
1.446
FINIGHR: 1.36 MARVING THIS SiDE
i fueae FOR MARKING DATA
PEQ sor-s-ros\ — 1.5~ /] Ste  azwu S
N LA s e,
N A4

I 1 R.¥ 3 i
20 . _@@-QQ: 1.05
—RgeR-
]— r_-=[ { 1= ————I-
P [
. 040 ¢l
Prepared By: Date Agproved By: Date 20 SUE -
(ES WYNNE 3-890 2.7 24 - =
= > ' MM,
Rev ECN No. Date ® = FILE HLES 3’?[" m%s,pﬁ%q u(:i &?’%
A | 96-065 3-8-96

SPECIAL INSTRUCTIONS




