MSDINC. ENGINEERING DATA SHEET

RELAY TYPE:f(B-205-0775 M COMPUTER PART No.:9347522 | TEST PROCEDURE
CUSTOMER/SPECIFICATION: M835236 [2- 025M] REV WJONE MSDP- 790

+10% _ TEST REQUIREMENTS
COIL RES.:200 OWMS OPERATE TIME:SnS MAX RELEASE TIME: 5mS MAYX
CONTACT MAKE BOUNCE: ) mS MAX  N.O. BREAK BOUNCE: Od mS MA%.
‘CONTACT STABILIZATION TIME: 2.5 mS MAXK A0 eo\oumae: 28Vde
CONTACT RES.: MFG TEST:.0% OUMS®IOmA -GN deFINAL TEST: .050 OWMS d\0mA-bVde
CONTACT VOLTAGE DROP: FINAL TEST:.100N MAR D BA - ©Vdc '
HI-POT: _ 1000 Nrms ALl PoinNTS |
INSULATION RESISTANCE: 100 MEGOHMS MiIN. D 500 Vde
VIBRATIONz=MilL~ STD-202 , METHOD-204 ( B3OS /100 - BoooHz )
SEAL TEST:1X{0 May \SAK RATE COIL TRANSIENT SUPPRESSION: <2 Nde MAY,
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