MSD INC. ENGINEERING DATA SHEET

RELAY TYPE: £CR-~405-0524 M|COMPUTER PART No.:J3(4A 675 | TEST PROCEDURE

MSDP- "T90

CUSTOMER/SPECIFICATION:M83536[5-024 M | REVNONE

Hco TEST REQUIREMENTS

COIL RES.:400 OUMS OPERATE TIME: SmS MAX RELEASE TIME: O MAX
CONTACT MAKE BOUNCE: 4WS MAR__ N.O. BREAK BOUNCE: ___t/A
CONTACT STABILIZATION TIME: 2.5mS Max Rewed G Noaace: 28\de.
CONTACT RES.: MFG TEST:.O40 OUMS D0 mA ~bVde FINAL TEST: 00 HMSDIOMA-6Nde
CONTACT VOLTAGE DROP: FINAL TEST: .00V Max & H5A -6 Nde

HI-POT: 1000 Nems Al PoiNTs
INSULATION RESISTANCE: (OO MEGOUMS Min D 500 Vde .
VIBRATION: M\L* D202 , METHOD 204 ( 206G's ioo - 3ocoHz)
SEAL TEST: \%\0 SUAX, LEAK RATE COIL TRANSIENT SUPPRESSION: l\’/ A
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SPECIAL INSTRUCTIONS




