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RELAY TYPE: FCR~405-0b\1L |COMPUTER PART No.:93(A%Y45 | TEST PROCEDURE

CUSTOMER/SPECIFICATION: fA83536] &~O1 TL REV NQNE | Mspp- TS0

Hco TEST REQUIREMENTS
COIL RES.:400 OUMS OPERATE TIME: 6mS MAX RELEASE TIME: OmS MAX
CONTACT MAKE BOUNCE: {1 mS_ MAY N.O. BREAK BOUNCE: ©.dmS Max

CONTACT STABILIZATION TIME: . 2.5 ™S Max R (o Noutaie 12@Vd e

CONTACT RES.: MFG TEST:.0%0 OUMSDIOmA -bVde FINAL TEST: Q0 UMIDIOmMA-6Nde

CONTACT VOLTAGE DROP: FINAL TEST: 0OVMAx ® 5A-6Ndc

HI-POT: 1000 Nems Al POINTS

INSULATION RESISTANCE: 10O MEGOHMS MIN D 5o N de

VIBRATION: MiL-SI0- 2oz, METHOD 204 (30 G's [10o- 000 Wz )

SEAL TEST: \ %O “RMA%, \EPK RATE COIL TRANSIENT supPPRESSION:&4ZNd ¢ A AX

OTHER:

PN HUMOER. o0

TOP OF RELAY
/ (see 9%4-5915)
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