MSD INC. ENGINEERING DATA SHEET

RELAY TYPE: FQB«A,OS-—QE,\QM]COMPUTER PART No.:93(A.52Z | TEST PROCEDURE
CUSTOMER/SPECIFICATION: MB35636{6-019 M | REV NonE MSDP- 790
| Fio TEST REQUIREMENTS

COIL RES.:400 OWMS _OPERATE TIME: 6mS MAX RELEASE TIME: ©mD MAX
CONTACT MAKE BOUNCE: $mMS MAY ~ N.O. BREAK BOUNCE: _O. w9 Max
CONTACT STABILIZATION TIME: 2.9 mS MAX  Raweo bowNorAses 28\de,
CONTACT RES.: MFG TEST::0%0 QUMS10mA -6Vde FINAL TEST:. 050 OMMSDIOMA-EVde
CONTACT VOLTAGE DROP: FINAL TEST: .(0OVMAX & SA-6Ndc.

HI-POT: __ 1000 Nems A PoINTS

'INSULATION RESISTANCE: OO MEGOHMS NMiIN & Boo Vde

VIBRATION: MIL-STD-202, METHOD 204, (Boe's [1ee-Bocatz)

SEAL TEST: | YolO “RAX, LERK RATE COIL TRANSIENT SUPPRESSION: 42 Nde MAc
OTHER:

Teit” NUMBEL o Top

o SO, e / o k(s 9% 522)

/ . ummm:mu?m)
FIISHRE Tweful0D /i/u(-'ﬁf'- 95645’22.)'
PEL SHFS-2000 "
[ / Gforur
1 SuLoont RUBDER.
GASKET 080t w05
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TERKINAL NUHBERS APPEAR ON CIRCUIT DEAGRAK,
Rev - ECN No. Date BUT NOT ON ACRUAL RELAY HEADER.
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