Pin Headers

Single Slot, Raised Height

26

ANP

Catalog 65701
PC Card Connectors Reviser 1-95

68 Positions

Parl Number 535657-1

Pin Length Pin

{L) Locations
5.00 1,17, 34,
197 35,51, 68
4.25 All Others
167 Not Listen
3.50

iag 36. 67

Malterial and Finish:

Housing - Liguid crystal polymzr,
hlack

Lontacts — Bress: duplex platad
£.00076 {.000030] .nimum go'don
thating area, 0.00341 |.00150) m ni-
mum tin-lead on solder ta |, with antire
cuntact uncerpiated 000127 [000050]
miimum niciel

Related Product Data:

Mating Receptacle Assembplies—
Any B8-position recep'acla asssmbty
when moun'ed it 4 POMGIA czrd frame
Guide Rails — paje 27

ESD/EMI Card Guide Assembly—
paye 28

Ejectors— prgss 30 & 31
Petlormance Data — page 80

Technical Documents
{Page 80}:

AMP Product Specification
108-1469

Pin Header, Single Slot, Raised Height, Top Board Surface-Mount
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Recormmended PC Board Layout

Note: Two size M2 |2-55 UNC] screws (Customer supplied) are required for faslening the connectar
to the PC. boarg.

Limensions are shawn ‘or reterence
purpasas only, Customer Drawings are
asdiliable uron requast

Dimensions arg in millimeters and inciigs ~01 drawirgs, tachnical data ur samples, Srecificators subjact to change,
Unless sperified otherwise. Values in brackets LONECT vour AMP szlas engineer or ozl the Cansult AMP for fatest spectications.
#re equivlzn: U.S, customary vnits. Chart AMP Produet Intormatien Centor:

CITensians a'e n mirelers aver inghes. 1-£00-622-6752,



