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Legend:

SLZ — Singe Lever ZIF

TAZ — Tuol Actuated ZIF

HAZ — Handle Actuated ZIF
SAZ — Scrowdriver Actaated ZIF

100

Style Page Solder Tail  Socket
" No' " Length No.
SLZ = 107 080 gygnyapT
2.03

sLZ 107 A0 91g513-7
N 279

SLz ' 107 .ﬂogg 916560-2°

SLZ 107 D80 g1e560-3
203

SLZ - 107 080 g1gg20-0°
203

SLZ v 107 090 g1g560-4*
229

5Lz 107 0 gie560-17
2.79

Sz 10/ 10 greg20-17
279

sLz - 107 080 916753-1§
203

- .090 753-2"

SLZ 107 Sog 91875325

oLz« 107 M0 516753.3%5
T 27%

e .080 16751-1"
SLZ 107 o 91875 5
SLZ 107 A9 91p7R4-77

229 ! 5

o 110 754-3"
SLZ 107 hpy 916754374

.080 F71.1°*
5LZ 1?7 boa  HBRTIA

N .090 7124
SL2 107 5oq 9_1766/1-2

= 10
sLZ 107 579 416671-3

_080 72000
sLz 107 203 3166721

T 110 NN

sLz 107 279 919672-3

Conlinued in ¢elumn at right.
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320 Positions

Interstitial
Pentium™
(Continued)

Refer 1o these pages for praduct informabon

P Open center

* Heat sink ccmpatible.
"lvery
¢ Rotala patlern clackwise 80"
000010 [0.00025] thick gold over nicke) on contacts

T 00CC1 5 [0.00038] thick geld over nickel an solder tails.

" Retate pattern clockwise180",

Style Page Solder Tail  Socket
No.' Length No.
SAZ * 119 .080 916707-1°
203
SAZ 119 090 916707-2"
2.29
SAZ > 113 -0 916707-3*
2.79
saz " 119 080 916709-1*
. 203 ...
SAZ 0 11D 090 99570020
229
SAZ v 119 -110 916709-3°
279
SAZ - 119 -050 916727-1°
203
SAZ 119 090 gyg727.00
229
SAZ 13 110 916727-3"
2y T
SAZ 1Y 090 9165333
228
SAZ ' 13 A0 9165332
279
SAZ 13 110 9166331
279
SAZ ¢ 18 10 9166351
279

* Molded Socket 5

** Red ink stripe on housing
* Low Profile
4 Heal sink stops on cover

. 000034 [0.00076] thick gold cver nickel on solder tails

' .000015 [0.00038] thick gold cver nickel on contacts

" Red ink stamping on housing for visual aid during
activation and deagtivation.

Dumensions sre in inches and millimetars unless otharwise soacified. Values ir brackets are mefric aquivalerts
Epicifications sub ect to change. Cengult AMP for atsst specifizafions

R
Tor drawings. technical data or samples contact your AMP sales engineer or call the AMP Prodact Infenration Cencer 1-800-522-6752



