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IC Sockets Revised 6-93
PGA Sockets — Patterns (Continued)

22122 Style Page Solder Tail Socket 22 X 22 Style Page Solder Tail Socket
339 Positions No.? Length No. 860 Positions No ' Length MNa.

HAZ T 122 -31;2 1-382876-3  Interstitial LAz 122 41;2 382676-6

HAZ 122 140 1.382876-4

356
22x22 Style Page Solder Tail Socket 23x 73
499 Positions No.' Length  No. 587 Positions
Interstitial slz»i ooz 10 gtessa- interstitial
. » SLZ 107 140 g1gsa3-2°
a.56
* Molded Socket 499 (DEC)
Page Solder Tail Socket
Style Nt?.‘ Length No.
3LZ T 107 10 916775-1*
22 x 22 . Style Page Solder Tail  Socket 2 279
503 Positions No.' Length No.
o dAZ 122 J40 ag0093 70
Interstitial Sz 107 110 916778 1 3.56
2.76 * Molded Sockel 587
HaZ 122 140 5.3m0876-2
356

Note:

Consult AMP customer
drawings for actual
orientation in socket,

Legend:

SLZ — Bincle Lever ZIF

[AZ — lool Actuated ZIF

HAZ — Hardle Actuated ZIF
SAZ — Sorewdriver Acluated ZIF

104

' Refer to these pages far oroduct information

¥ Open center.

* Heal sirk compatib e.

" {vory.

¥ Rotate pattern clockwise 90°.

© 000010 [¢.00025] thick gold over nicke! on contacts.
000015 [0.00038] thick gald over nickel on solder tais.
' Rotate pattern cleckwisa180".

'+.000030 [0 00076] thick golc over nickel on solder fails

'~.000015 [0 00038] thick gold over nickel en comacis.

" Red ink stamping vn housing for visual aid during
activation and deactivation.

For drawirge, techmcal datz o+ samples. eoniaet your AMP calas ergineer ar 2all the AMP Product Information Center: 1-80C-522-6752.
Jimensiors arc ir irches and millimeters unless otharwise specilicd, Yalues iv bracksis are metnz cquinvalents
Specificahons subjert ;o zhange. Consult AMP tor latest speciticztions.



