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g Termination of AMP-LATCH* Action Pin Header Assembly
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- 1. Scope:
3
Ll
This specification covers the requirements for termination and assembly
of AMP-LATCH* Action Pin Header Assembly.
= 2. Reference Specification:
3
=
=
108-5265 Product Specifiecation
g 3. Applicable Connectors:
u e
§ g Product Part Number Descriptions
@~ i T
o
S X- 174584 - X AMP-LATCH* Action Pin
Xe 175746 - X Header Assembly
:
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:Q 4. Nomenclature:
§§ For the purpose of this specification, the following terms shall apply.
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5. Requirements:

5.1 Applicable Printed Cuirt Boarad:

Applicable printed circuit board shall be conforming to the following
requirements:

(1) The thru hole layout shall be as specified in Fig. 2.
(2} The nominal thickness of the printed circuit board shall be 2. bmm,

and the thru hole diameter shall be conforming to the reguirements
specified in Fig. 3.

Fig. 2 PCB Thru Hele Layout

e 4—0.825:0.05 (Finished Diameter)

\\\ Copper Thru Hole Plating
25': 50um ’
& 0.9-0.025(Drilled Hole Diameter)

Fig. 3 Thru Hole Diameter
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5.2 Requirements for Insertion Termination:

After completion of termination, the header asselbly shall have the
features conforming to the requirements specified in Fig: 4.

¥ Deviative rotation of
T contact axis shall be
|

y 5° max.

iy :

”“r : C’@U@O@%ﬁ fzog"z‘:’@é ’@“@O@v@%’r
3 c]@a@csagc: p@agagageg 135 0 2
: ' i

B

——

i
1

Housing shall be free from cracks.
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The action barrel portion Printed circuit board to be:

. . shall be free from the
O.f Ac_:t1on Pins shall §tay damage O.3mm max: Sect., hl hh
within thru hole szection. g€

Sect., hl1- h2 = O0.2mmmax
Sect., h3}- h& = O, 1lmmmax

Fig. & Termination Requirements for Header Insertion
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