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ATERMINAL 2 1S OMITTED FOR SPST FUNCTION.

OPERATING TEMPERATURE: —20°C TO 80°C.

STORAGE TEMPERATURE: —40°C TO 80°C.

CONTACT TIMING: NON—-SHORTING.

CONTACT RATING: 0.4VA @ 20VDC.

CONTACT RATING MAXIMUM: 50mA 48V AC/DC.

CONTACT RATING MINIMUM: 1uA 20mV AC/DC.

GOLD PLATE OVER SILVER.

TIN=LEAD OVER NICKEL.

TIN OVER NICKEL.

. INITIAL CONTACT RESISTANCE: LESS THAN 50 MILLIOHMS PER EIA 364—23B.

FINAL CONTACT RESISTANCE: 100 MILLIOHMS MAX PER EIA 364—235B.

INSULATION RESISTANCE: 500 MEGOHMS MIN AT 250VDC PER EIA 364—21C.

DIELECTRIC STRENGTH: 500VAC BETWEEN TERMINALS AND GROUND PER EIA

564—208, CONDITION 1.

VIBRATION PER EIA 364—28D, CONDITION VII,
MECHANICAL SHOCK PER EIA 364—2/B, CONDITION A.

LIFE EXPECTANCY: ON—OFF ELECTRICAL SWITCHING OPERATIONS PER EIA 364—9C
10 CYCLES PER MINUTE AT THE FOLLOWING RATED LOAD.
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ACTUATION FORCE: 70-500g PER EIA 364—13B.

THERMAL SHOCK PER EIA 364—-352C, —25°C TO 85°C.

HUMIDITY=TEMPERATURE CYCLING PER EIA 364—31B, METHOD Il

TEMPERATURE LIFE PER EIA 364—1/B, METHOD B, TEMPERATURE TEST CONDITION 3,

TIME CONDITION B.

RESISTANCE TO SOLDERING HEAT PER 109-201, TEST CONDITION B.

SOLDERABILITY PER EIA 364—52, CLASS 2, CATEGORY 1.

SEALED PER IEC 529, IP67.

A MARK PER 202-37, " TUI@E@ CHINA" MINIMUM REQUIREMENT.

@ ALL MATERIALS AND FINISHES SHALL COMPLY WITH EU DIRECTIVE 2002/95/EC OF 27JAN2003 (ROHS).
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